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<< Unchanged sections omitted >>

8.2.1.1.4
Minimum Requirement 1 PRB allocation

The requirements are specified in Table 8.2.1.1.4-2, with the addition of the parameters in Table 8.2.1.1.4-1 and the downlink physical channel setup according to table [in Annex C.3.2]. The purpose of these tests is to verify the single-antenna performance with a single PRB allocated at the lower band edge.
Table 8.2.1.1.4-1: Test Parameters for Testing 1 PRB allocation

	Parameter
	Unit
	Test [3.1-3.3] 
	Test [3.4]

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98

	Cell ID
	
	0
	0

	Symbols for unused PRBs
	
	OCNG (Note 2)
	-

	Symbols for MBSFN portion of MBSFN subframes (Note 3)
	
	-
	OCNG (Note 4)

	Note 1:
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Note 2:      Each unused physical resource block (PRB) is assigned to an individual virtual UE. The data for each virtual UE shall be uncorrelated with data from other virtual UEs over the period of any measurement. The data shall be QPSK modulated. 
Note 3:
The MBSFN portion of an MBSFN subframe comprises the whole MBSFN subframe except the first two symbols in the first slot.  

Note 4:
The MBSFN portion of the MBSFN subframes shall contain QPSK modulated data.  Cell-specific reference signals are not inserted in the MBSFN portion of the MBSFN subframes, QPSK modulated MBSFN data is used instead. 


Table 8.2.1.1.4-2: Minimum performance 1PRB (FRC)
	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	3.1
	3 MHz

16QAM 1/2
	R.0 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	

	3.2
	10 MHz

16QAM 1/2
	R.1 FDD
	OP.2 FDD
	ETU70
	1x2 Low
	30
	1.9
	

	3.3
	20 MHz

16QAM 1/2
	R.1 FDD
	OP.3 FDD
	ETU70
	1x2 Low
	30
	1.9
	

	3.4
	10 MHz

16QAM 1/2
	R.29 FDD
	OP.4 FDD
	ETU70
	1x2 Low
	30
	2.0
	


<< Unchanged sections omitted >>

8.3.2
TDD
The parameters specified in Table 8.3.2-1 are valid for TDD unless otherwise stated. 
Table 8.3.2-1: Common Test Parameters for DRS
	Parameter
	Unit
	Value 

	Uplink downlink configuration (Note 1)
	
	1

	Special subframe configuration (Note 2)
	
	4

	Cyclic prefix
	
	Normal

	Inter-TTI Distance
	
	1

	Number of HARQ processes
	Processes
	7

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH
	OFDM symbols
	2

	Precoder update granularity
	
	Frequency domain: 1 PRB
Time domain: 1 ms

	Propagation conditions
	
	As specified in section B.2.X.X

	Note 1:
as specified in Table 4.2-2 in [TS 36.211]

Note 2:
as specified in Table 4.2-1 in [TS 36.211]




The requirements are specified in Table 8.3.2-3, with the addition of the parameters in Table 8.3.2-2 and the downlink physical channel setup according to table [in Annex C.3.2]. The purpose is to verify the demodulation performance using user-specific reference signals with full RB or single RB allocation.
Table 8.3.2-2: Test Parameters for Testing DRS

	parameter
	Unit
	Test [11.1]
	Test [11.2]
	Test [11.3]
	Test [11.4]

	Downlink power allocation
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	dB
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	Number of allocated resource blocks
	PRB
	50
	50
	50
	1 (Note 2)

	Note 1:
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Note 2:      Zeros shall be inserted for unused PRBs


Table 8.3.2-3: Minimum performance DRS (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[11.1]
	10 MHz
QPSK 1/3
	[R.25 TDD]
	EPA5
	1x2 Low
	70
	-0.8
	

	[11.2]
	10 MHz
16QAM 1/2
	[R.26 TDD]
	EPA5
	1x2 Low
	70
	7.0
	

	[11.3]
	10 MHz
64QAM 3/4
	[R.27 TDD]
	EPA5
	1x2 Low
	70
	17.0
	

	[11.4]
	10 MHz

16QAM 1/2
	[R.28 TDD]
	EPA5
	1x2 Low
	30
	1.7
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