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6.5.3.7
Test requirements

The measurement result in step 2 of 6.5.3.6.2 shall not exceed the maximum level specified in tables 6.35 to 6.47 if applicable for the BS under test.

NOTE: 
If a Test Requirement in this section differs from the corresponding Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

6.5.3.7.1
Spurious emissions (Category A)

The following requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [4], are applied.

Table 6.35: BS Mandatory spurious emissions limits, Category A

	Band
	Maximum level 
	Measurement Bandwidth
	Notes

	9 kHz to 150 kHz
	-13 dBm
	1 kHz 
	Note 1

	150 kHz to 30 MHz
	
	10 kHz 
	Note 1

	30 MHz to 1 GHz
	
	100 kHz
	Note 1

	1 GHz to 12,75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [4], subclause 4.1

NOTE 2:
Upper frequency as in ITU-R SM.329 [4], subclause 2.5 Table 1


6.5.3.7.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329[4], are applied.

Table 6.36: BS Mandatory spurious emissions limits, operating band I, II, III, IV, VII, X (Category B)

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( Flow - 10 MHz 
	-30 dBm
	1 MHz
	Note 1

	Flow - 10 MHz ( Fhigh + 10 MHz
	-15 dBm
	1 MHz
	Note 2

	Fhigh + 10 MHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1

NOTE 2:
Limit based on ITU-R Recommendation SM.329 [4], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1. Upper frequency as in ITU-R SM.329 [4], s2.5 table 1

	Key:


Flow:
The lowest downlink frequency of the operating band as defined in Table 3.0.

Fhigh:
The highest downlink frequency of the operating band as defined in Table 3.0.


Table 6.36A: BS Mandatory spurious emissions limits, operating band V, VIII, XII, XIII, XIV  (Category B)

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( Flow - 10 MHz
	-36 dBm
	100 kHz
	Note 1

	Flow - 10 MHz ( Fhigh + 10 MHz
	-16 dBm
	100 kHz
	Note 2

	Fhigh + 10 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1GHz ( 12.75GHz
	-30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1

NOTE 2:
Limit based on ITU-R Recommendation SM.329 [4], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1. Upper frequency as in ITU-R SM.329 [4], s2.5 table 1

	Key:


Flow:
The lowest downlink frequency of the operating band as defined in Table 3.0.

Fhigh:
The highest downlink frequency of the operating band as defined in Table 3.0.


Table 6.36B: (void)

Table 6.36C: (void)

Table 6.36D: (void)

Table 6.36E: (void)

Table 6.36F: (void)

Table 6.36G: (void)
6.5.3.7.3
Protection of the BS receiver of own or different BS

This requirement shall be applied in order to prevent the receivers of the BS being desensitised by emissions from a BS transmitter. This is measured at the transmit antenna port for any type of BS which has common or separate Tx/Rx antenna ports.
Table 6.37: Wide Area BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-96 dBm
	100 kHz
	

	II
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	

	III
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	IV
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	V
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	VI, XIX
	815 - 850 MHz
	-96 dBm
	100 kHz
	

	VII
	2500 - 2570 MHz
	-96 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-96 dBm
	100 kHz
	

	IX
	1749.9 - 1784.9 MHz
	-96 dBm
	100 kHz
	

	X
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	XI
	1427.9 - 1452.9 MHz
	-96 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-96 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-96 dBm
	100 kHz
	


Table 6.37A: Medium Range BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-86 dBm
	100 kHz
	

	II
	1850 - 1910 MHz
	-86 dBm
	100 kHz
	

	III
	1710 - 1785 MHz
	-86 dBm
	100 kHz
	

	IV
	1710 - 1755 MHz
	-86 dBm
	100 kHz
	

	V
	824 - 849 MHz
	-86 dBm
	100 kHz
	

	VI, XIX
	815 - 850 MHz
	-86 dBm
	100 kHz
	

	VII
	2500 - 2570 MHz
	-86 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-86 dBm
	100 kHz
	

	IX
	1749.9 - 1784.9 MHz
	-86 dBm
	100 kHz
	

	X
	1710 - 1770 MHz
	-86 dBm
	100 kHz
	

	XI
	1427.9 – 1452.9 MHz
	-86 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-86 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-86 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-86 dBm
	100 kHz
	


Table 6.37B: Local Area BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-82 dBm
	100 kHz
	

	II
	1850 - 1910 MHz
	-82 dBm
	100 kHz
	

	III
	1710 - 1785 MHz
	-82 dBm
	100 kHz
	

	IV
	1710 - 1755 MHz
	-82 dBm
	100 kHz
	

	V
	824 - 849 MHz
	-82 dBm
	100 kHz
	

	VI, XIX
	815 - 850 MHz
	-82 dBm
	100 kHz
	

	VII
	2500 - 2570 MHz
	-82 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-82 dBm
	100 kHz
	

	IX
	1749.9 - 1784.9 MHz
	-82 dBm
	100 kHz
	

	X
	1710 - 1770 MHz
	-82 dBm
	100 kHz
	

	XI
	1427.9 - 1452.9 MHz
	-82 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-82 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
	


Table 6.37C: Home BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-82 dBm
	100 kHz
	

	II
	1850-1910 MHz
	-82 dBm
	100 kHz
	

	III
	1710-1785 MHz
	-82 dBm
	100 kHz
	

	IV
	1710-1755 MHz
	-82 dBm
	100 kHz
	

	V
	824-849 MHz
	-82 dBm
	100 kHz
	

	VI, XIX
	815-850 MHz 
	-82 dBm
	100 kHz
	

	VII
	2500-2570 MHz
	-82 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-82 dBm
	100 kHz
	

	IX
	1749.9-1784.9 MHz
	-82 dBm
	100 kHz
	

	X
	1710-1770 MHz
	-82 dBm
	100 kHz
	

	XI
	1427.9 - 1452.9 MHz
	-82 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-82 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
	






	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


6.5.3.7.4
Co-existence with other systems in the same geographical area

These requirements may be applied for the protection of UE, MS and/or BS operating in other frequency bands in the same geographical area. The requirements may apply in geographic areas in which both UTRA FDD operating in frequency bands I to XIX and a system operating in another frequency band than the FDD operating band are deployed. The system operating in the other frequency band may be GSM900, DCS1800, PCS1900, GSM850 and/or FDD operating in bands I to XIX.

The power of any spurious emission shall not exceed the limits of Table 6.38 for a BS where requirements for co-existence with the system listed in the first column apply.

Table 6.38: BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency bands

	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	 This requirement does not apply to UTRA FDD operating in band VIII

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to UTRA FDD operating in band VIII, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	PCS1900
	1930 ‑ 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II

	
	1850 ‑ 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	GSM850 or CDMA850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	FDD Band I
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, 

	
	1920 - 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band II
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II

	
	1850 - 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	FDD Band III
	1805 - 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band IV
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band V
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band VI or XIX
	860 - 895 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX

	
	815 - 850 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band VII
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, 

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band VIII
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	FDD Band IX
	1844.9 - 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IX

	
	1749. 9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IX, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band X
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band X

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band X, since it is already covered by the requirement in sub-clause 6.5.3.7.3 .

	FDD Band XI
	1475.9 - 1500.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI

	
	1427.9 - 1452.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	FDD Band XII
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	FDD Band XIII
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII, since it is already covered by the requirement in sub-clause 6.5.3.7.3.

	FDD Band XIV
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV, since it is already covered by the requirement in sub-clause 6.5.3.7.3.


6.5.3.7.5
Co-existence with co-located and co-sited base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to XIX are co-located with a UTRA FDD BS.

The power of any spurious emission shall not exceed the limits of Table 6.39 for a Wide Area (WA) BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.39: BS Spurious emissions limits for Wide Area BS co-located with another BS

	Type of co-located BS
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Macro GSM900
	876-915 MHz
	-98 dBm
	100 kHz
	

	Macro DCS1800
	1710 - 1785 MHz
	-98 dBm
	100 kHz
	

	Macro PCS1900
	1850 - 1910 MHz
	-98 dBm
	100 kHz
	

	Macro GSM850 or CDMA850
	824 - 849 MHz
	-98 dBm
	100 kHz
	

	WA UTRA FDD Band I
	1920 - 1980 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band II
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band III
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band IV
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band V
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VI or XIX
	815 - 850 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VII
	2500 - 2570 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VIII
	880 - 915 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band X
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XI
	1427.9 - 1452.9 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XII
	698 - 716 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band XIII
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIV
	788 - 798 MHz
	-96 dBm
	100 kHz
	


The power of any spurious emission shall not exceed the limits of Table 6.40 for a Medium Range (MR) BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.40: BS Spurious emissions limits for Medium Range BS co-located with another BS

	Type of co-located BS
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Micro GSM900
	876-915 MHz
	-91 dBm
	100 kHz
	

	Micro DCS1800
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	Micro PCS1900
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	

	Micro GSM850
	824 - 849 MHz
	-91 dBm
	100 kHz
	

	MR UTRA FDD Band I
	1920 - 1980 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band II
	1850 - 1910 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band III
	1710 - 1785 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band IV
	1710 - 1755 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band V
	824 - 849 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band VI or XIX
	815 - 850 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band VII
	2500 - 2570 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band VIII
	880 - 915 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band X
	1710 - 1770 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XI
	1427.9 – 1452.9 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XII
	698 - 716 MHz
	-86 dBm
	100 KHz
	

	MR UTRA FDD Band XIII
	777 - 787 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XIV
	788 - 798 MHz
	-86 dBm
	100 kHz
	


The power of any spurious emission shall not exceed the limits of Table 6.41 for a Local Area (LA) BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.41: BS Spurious emissions limits for Local Area BS co-located with another BS

	Type of co-located BS
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Pico GSM900
	876-915 MHz
	-70 dBm
	100 kHz
	

	Pico DCS1800
	1710 - 1785 MHz
	-80 dBm
	100 kHz
	

	Pico PCS1900
	1850 - 1910 MHz
	-80 dBm
	100 kHz
	

	Pico GSM850
	824 - 849 MHz
	-70 dBm
	100 kHz
	

	LA UTRA FDD Band I
	1920 - 1980 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band II
	1850 - 1910 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band III
	1710 - 1785 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band IV
	1710 - 1755 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band V
	824 - 849 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band VI or XIX
	815 - 850 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band VII
	2500 - 2570 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band VIII
	880 - 915 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band X
	1710 - 1770 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XI
	1427.9 – 1452.9 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XII
	698 - 716 MHz
	-82 dBm
	100 KHz
	

	LA UTRA FDD Band XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
	


6.5.3.7.6
Co-existence with PHS

This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA FDD are deployed. This requirement is also applicable at specified frequencies falling between 12.5MHz below the first carrier frequency used and 12.5MHz above the last carrier frequency used.
Table 6.42: BS Spurious emissions limits for BS in geographic coverage area of PHS

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1884.5 MHz to 1919.60 MHz
	-41 dBm
	300 kHz
	


6.5.3.7.7
Co-existence with services in adjacent frequency bands

This requirement may be applied for the protection in bands adjacent to bands I, II, III or VII, as defined in clause 3.4.1 in geographic areas in which both an adjacent band service and UTRA FDD are deployed.

Table 6.43: BS spurious emissions limits for protection of adjacent band services

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	2100-2105 MHz
	-30 + 3.4 ( (f - 2100 MHz) dBm
	1 MHz 
	

	
	2175-2180 MHz
	-30 + 3.4 ( (2180 MHz - f) dBm
	1 MHz
	

	II
	1920-1925 MHz
	-30 + 3.4 ( (f ‑ 1920 MHz) dBm
	1 MHz
	

	
	1995-2000 MHz
	-30 +3.4 ( (2000 MHz ‑ f) dBm
	1 MHz
	

	III
	1795-1800 MHz
	-30 + 3.4 ( (f ‑ 1795 MHz) dBm
	1MHz
	

	
	1885-1890 MHz
	-30 +3.4 ( (1890 MHz ‑ f) dBm
	1MHz
	

	VII
	2610-2615 MHz
	-30 + 3.4 ( (f - 2610 MHz) dBm
	1 MHz
	

	
	2695-2700 MHz
	-30 +3.4 ( (2700 MHz ‑ f) dBm
	1 MHz
	


6.5.3.7.8
Co-existence with UTRA-TDD

6.5.3.7.8.1
Operation in the same geographic area

This requirement may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

Table 6.44: BS Spurious emissions limits for BS in geographic coverage area of UTRA-TDD

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 900 - 1 920 MHz
	-52 dBm
	1 MHz
	

	2 010 - 2 025 MHz
	-52 dBm
	1 MHz
	

	2570 - 2610 MHz
	-52 dBm
	1 MHz
	

	2300 - 2400 MHz
	-52 dBm
	1 MHz
	

	1880 - 1920MHz
	-52 dBm
	1 MHz
	Applicable in China


6.5.3.7.8.2
Co-located base stations

This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS and UTRA FDD BS are co-located.

Table 6.45: BS Spurious emissions limits for BS co-located with UTRA-TDD

	BS class
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	1900 ‑ 1920 MHz
	‑86 dBm
	1 MHz
	

	Local Area BS
	1900 ‑ 1920 MHz
	-72 dBm
	1 MHz
	

	Wide Area BS
	2010 ‑ 2025 MHz
	‑86 dBm
	1 MHz
	

	Local Area BS
	2010 ‑ 2025 MHz
	-72 dBm
	1 MHz
	

	Wide Area BS
	2570 - 2610 MHz
	-86 dBm
	1 MHz
	

	Local Area BS
	2570 - 2610 MHz
	-72 dBm
	1 MHz
	

	Wide Area BS
	2300 - 2400 MHz
	-86 dBm
	1 MHz
	

	Local Area BS
	2300 ‑ 2400 MHz
	-72 dBm
	1 MHz
	

	Wide Area BS
	1880 ‑ 1920 MHz
	-86 dBm
	1 MHz
	Applicable in China

	Local Area BS
	1880 ‑ 1920 MHz
	-72 dBm
	1 MHz
	Applicable in China


6.5.3.7.9
Protection of Public Safety Operations
This requirement shall be applied to BS operating in Bands XIII and XIV to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at specified frequencies falling between 12.5 MHz below the first carrier frequency used and 12.5 MHz above the last carrier frequency used.
Table 6.46: BS spurious emissions limits

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	XIII
	763 - 775 MHz
	-46 dBm
	6.25 kHz
	

	XIII
	793 - 805 MHz
	-46 dBm
	6.25 kHz
	

	XIV
	769 - 775 MHz
	-46 dBm
	6.25 kHz
	

	XIV
	799 - 805 MHz
	-46 dBm
	6.25 kHz
	


6.5.3.7.10
Co-existence with Home BS operating in other bands

These requirements may be applied for the protection of Home BS receivers operating in other bands. These requirements are only applicable to Home BS.

The power of any spurious emission shall not exceed the limits of Table 6.47 for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.

Table 6.47: Home BS Spurious emissions limits for co-existence with Home BS operating in other bands

	Type of Home BS
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I
	1920 - 1980 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band II
	1850 - 1910 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band III
	1710 - 1785 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band IV
	1710 - 1755 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band V
	824 - 849 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band VI or XIX
	815 - 850 MHz 
	-82 dBm
	100 kHz
	

	UTRA FDD Band VII
	2500 - 2570 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band VIII
	880 - 915 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band X
	1710 - 1770 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band XI
	1427.9 - 1452.9 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band XII
	698 - 716 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
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