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Background and discussion
For the MSR Work Item, the topic of Reference sensitivity level is agreed in RAN4 and covered in the latest version of the MSR Work Item TR 37.900 [1]. This text proposal introduces Reference sensitivity level also in the MSR specification TS 37.104 [2].
Proposal

It is proposed that the attached text proposal is approved for the MSR Specification TS 37.104 [2].

References

[1]
R4-093001, "MSR Work Item TR 37.900 v0.5.0" (Rapporteur).
[2]
R4-092549, "MSR specification structure: TS skeleton" (Ericsson).

TEXT PROPOSAL:
7.2
Reference sensitivity level

The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector at which a reference performance requirement shall be met for a specified reference measurement channel. 
7.2.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirement for reference sensitivity is specified in TS 36.104 [4], subclause 7.2.

7.2.2
UTRA FDD minimum requirement
For UTRA FDD, the minimum requirement for reference sensitivity is specified in TS 25.104 [2], subclause 7.2.

7.2.3
UTRA TDD minimum requirement

For UTRA TDD, the minimum requirement for reference sensitivity is specified in TS 25.105 [3], subclause 7.2.

7.2.4
GSM/EDGE minimum requirement
[TBD]




