Page 1



TSG-RAN Working Group 4 (Radio) meeting #52 
 R4-093021
Shenzhen, China, August 24 - 28, 2009


Source:
Ericsson
Title:
TS 37.104: TP on Out-of-band blocking (TS ch 7.5)
Agenda item:
9.6.4
Document for:
Approval
Background and discussion
For the MSR Work Item, the topic of Out-of-band blocking is agreed in RAN4 and covered in the latest version of the MSR Work Item TR 37.900 [1]. This text proposal introduces Out-of-band blocking also in the MSR specification TS 37.104 [2].
Proposal

It is proposed that the attached text proposal is approved for the MSR Specification TS 37.104 [2].
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TEXT PROPOSAL:
7.5
Out-of-band blocking

The Out-of-band blocking characteristic is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer outside the uplink operating band.
7.5.1
General minimum requirement

For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.1-1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, [TBD].
Table 7.5.1-1: Blocking performance requirement
	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19, 33-40
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	8
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	12
	1 

(FUL_high +12)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	17
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	Note*: 
PREFSENS depends on the RAT and the channel bandwidth, see subclause 7.2. 

“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to [3] in case of GSM/EDGE wanted signal.


7.5.2
Co-location minimum requirement

This additional blocking requirement may be applied for the protection of BS receivers when E-UTRA BS, UTRA or GSM/EDGE operating in a different frequency band are co-located with an E-UTRA BS.

The requirements in this subclause assume a 30 dB coupling loss between the interfering transmitter and the BS receiver. 

NOTE:
For co-location with UTRA, the requirements are based on co-location with Wide Area UTRA FDD or TDD base stations.

For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.2-1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, [TBD].
Table 7.5.2-1: Blocking requirement for when co-located with BS in other frequency bands.

	Type of co-located BS
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Macro GSM850
	869 – 894
	+16
	PREFSENS + x dB*
	CW carrier

	Macro GSM900
	921 – 960
	+16
	PREFSENS + x dB*
	CW carrier

	Macro DCS1800
	1805 – 1880
	+16
	PREFSENS + x dB*
	CW carrier

	Macro PCS1900
	1930 – 1990
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1500.9
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12
	728 - 746
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 17
	734 - 746
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 18
	860 - 875
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band a)
	1900-1920

2010-2025
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 33
	1900-1920
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 34
	2010-2025
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band b)
	1850-1910

1930-1990
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 35
	1850-1910


	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA TDD in Band 36
	1930-1990
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band c) or E-UTRA TDD in Band 37
	1910-1930
	+16
	PREFSENS + x dB*
	CW carrier

	UTRA TDD in Band d) or E-UTRA in Band 38
	2570-2620
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA in Band 39
	1880-1920
	+16
	PREFSENS + x dB*
	CW carrier

	E-UTRA in Band 40
	2300-2400
	+16
	PREFSENS + x dB*
	CW carrier

	Note 1 (*):
PREFSENS depends on the RAT and the channel bandwidth, see subclause 7.2. 

“x” is equal to [3] in case of GSM/EDGE wanted signal and equal to 6 in case of UTRA or E-UTRA wanted signals.
Note 2: 
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

Note 3: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [8].






