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1. Introduction
It was agreed in RAN4#51bis to provide alignment results for the RI verification scenarios, according to the configuration agreed in ‎[1]. In this contribution, we show simulation results for both low and high antenna correlations.
2. Simulation setup
The simulations were carried out according to the parameters defined in ‎[1]:
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Bandwidth
	MHz
	[10]

	PDSCH transmission mode
	
	4

	Downlink power allocation
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	dB
	-3
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	dB
	-3

	Propagation condition and antenna configuration
	
	[2 x 2 EPA5]

	Antenna correlation
	
	Low
	Low
	High

	SNR
	dB
	[0]
	[16]
	[16]
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	dB[mW/15kHz]
	[-98]
	[-98]
	[-98]
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	dB[mW/15kHz]
	[-98]
	[-82]
	[-82]

	HARQ
	
	[4]

	PUCCH Format
	
	[Format 2]

	PUCCH Report Type
	
	3

	Reporting periodicity 
	ms
	[NP = 5]

	cqi-pmi-ConfigurationIndex
	
	5

	ri-ConfigurationInd
	
	[TBD]


The RI reporting period was set to 5 ms, which is the lowest possible cycle allowed by the specifications. Only FDD operation was considered.

3. Simulation results
The absolute and relative throughputs for the low antenna correlation are shown in Figures 1 and 2 below:
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Figure 1 - Throughput vs. SNR for the low antenna correlation
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Figure 2 - Throughput ratio vs. SNR for the low antenna correlation
The absolute and relative throughputs for the high antenna correlation are shown in Figures 3 and 4 below:
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Figure 3 - Throughput vs. SNR for the high antenna correlation
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Figure 4 - Throughput ratio vs. SNR for the high antenna correlation
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