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Also, in RAN4 #50 meeting, transmission gap has been changed to meaurement gap,  however, there still remains one in section A.8.9.1.1 which has not been changed yet.
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6.2.2.1.2
Correct behaviour when not receiving Random Access Response reception
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window defined in clause 5.1.4 TS 36.321.
------- Next changed section -------
A.6.2.1.2.2
No Random Access Response Reception

To test the UE behavior specified in subclause 6.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.

The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in section 6.3.5.1.1 of 3GPP TS 36.101 [5]. The relative power applied to additional preambles shall have an accuracy specified in section 6.3.5.2.1 of 3GPP TS 36.101 [5]. 

The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
------- Next changed section -------
A.6.2.3.2.2
No Random Access Response reception

To test the UE behavior specified in Subclause 6.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.

The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in section 6.3.5.1.1 of 3GPP TS 36.101 [5]. The relative power applied to additional preambles shall have an accuracy specified in section 6.3.5.2.1 of 3GPP TS 36.101 [5]. 

The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
------- Next changed section -------
A.8.9.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event. The test will partly verify the E-UTRAN FDD - UTRAN TDD cell search requirements in section 8.1.2.4.4 in fading environment.
The test parameters are given in Table A.8.9.1.1-1, A.8.9.1.1-2 and A.8.9.1.1-3 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event B1 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2.

Table A.8.9.1.1-1: General test parameters for Event triggered reporting in fading propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel TBD
	As specified in TS 36.101 section TBD

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Active cell
	
	Cell 1
	E-UTRA FDD Cell 1

	Neighbour cell
	
	Cell 2
	UTRA TDD Cell 2 is to be identified.

	Gap Pattern Id
	
	1
	As specified in TS 36.133 section 8.1.2.1.
Measurement Gap Repetition Period = 80ms

	Inter-RAT measurement quantity
	
	UTRA TDD PCCPCH RSCP
	

	Threshold other system
	dBm
	-71 
	UTRA TDD PCCPCH RSCP threshold for event B1.

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	T1
	s
	5
	

	T2
	s
	15
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