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Background and discussion
In previous RAN4 meetings, LTE MBMS channel model was discussed [1]. In this contribution, we give a text proposal on LTE MBMS channel model. 
Proposal

It is proposed that the attached text proposal is approved for the specification TS 36.101.
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TEXT PROPOSAL:
Table B.2.1-5 shows propagation conditions that are used for MBSFN demodulation performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.
The fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.2.1-5: Propagation Conditions for Multi-Path Fading Environments for MBSFN Performance Requirements
	Extended Delay Spread

	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0

	30
	-1.5

	150
	-1.4

	310
	-3.6

	370
	-0.6

	710
	-9.1

	1090
	-7.0

	1730
	-12.0

	2510
	-16.9

	5000
	-10

	5030
	-11.5

	5150
	-11.4

	5310
	-13.6

	5370
	-10.6

	5710
	-19.1

	6090
	-17.0

	6730
	-22.0

	7510
	-26.9

	10000
	-20

	10030
	-21.5

	10150
	-21.4

	10310
	-23.6

	10370
	-20.6

	10710
	-29.1

	11090
	-27.0

	11730
	-32.0

	12510
	-36.9





