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Discussion

In the last RAN4 meeting, the Operating band unwanted emissions for Band Category1 has been introduced into the MSR specification TS 37.104[1] from the MSR Work Item TR 37.900[2]. However, the requirement for Band Category2 was still waiting for GERAN’s endorsement in RAN4#52 including GSM/EDGE single-RAT requirements. As the GERAN#43 has endorsed the text of Operating band unwanted emissions for Band Category2 in [3], this requirement can be introduced into [1].
Proposal

It is proposed that the attached text proposal is approved for the MSR Specification TS 37.104 [1].
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TEXT PROPOSAL:
6.6.2.2 General minimum requirement for Band Category 2

For a BS operating in Band Category 2, emissions shall not exceed the maximum levels specified in Table 6.6.2.2-1 below, where:
-
(f is the separation between the RF bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the RF bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Table 6.6.2.2-1: Operating band unwanted emission mask (UEM for BC2) 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 5)

	0 MHz ( (f < 0.2 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.215 MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215 MHz ( f_offset < 1.015 MHz
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	30 kHz 

	(Note 4)
	1.015 MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( [10 MHz] 
	1.5 MHz ( f_offset < [10.5 MHz]
	-13 dBm
	1 MHz 

	[10 MHz] ( (f ( (fmax
	[10.5 MHz] ( f_offset < f_offsetmax 
	[-15 dBm]
	1 MHz 

	NOTE 1: 
For operation with a GSM or an E-UTRA 1.4 or 3 MHz carrier adjacent to the RF bandwidth edge, the limits in Table 6.6.1.6-2 apply for 0 MHz ( (f < 0.15 MHz.


Table 6.6.2.2-2: Operating band unwanted emission limits for operation in BC2 with GSM or E-UTRA 1.4 or 3 MHz carriers adjacent to the RF bandwidth edge 
	Frequency offset of measurement filter ‑3dB point, (f
	offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 5)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0. 065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 2: 
The limits in this table only apply for operation with a GSM or an E-UTRA 1.4 or 3 MHz carrier adjacent to the RF bandwidth edge.


NOTE 3:
All limits in Table 6.6.2.2‑1 are identical to the corresponding limits for Band Category 1.

NOTE 4:
This frequency range ensures that the range of values of f_offset is continuous.

NOTE 5:
As a general rule for the requirements in subclause 6.6.2.2, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.2.3 GSM/EDGE single-RAT requirements

For a BS of Band Category2 operating at GSM/EDGE single-RAT, the minimum requirement for Spectrum due to the modulation and wide band noise, Intra BTS intermodulation attenuation and Out-of-band Spurious Emissions (for Frequency offset outside relevant transmit band <10 MHz) is specified in TS 45.005 [5], subclause 4.2.1, subclause 4.7.2 and subclause 4.3.2.
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