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Discussion
In the last RAN4 meeting, the Receiver dynamic range had been introduced into the MSR specification TS 37.104[1] from the MSR Work Item TR 37.900[2] except the GSM requirement. As the GERAN#43 has endorsed the text of Receiver dynamic Range in [3], the GSM requirement can be introduced into [1].
Proposal

It is proposed that the attached text proposal is approved and introduced in the MSR Specification TS 37.104 [1].
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TEXT PROPOSAL:
7.3 Dynamic range
The dynamic range is a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal inside the received channel bandwidth or the capability of receiving high level of wanted signal. 
7.3.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirement for dynamic range is specified in TS 36.104 [4], subclause 7.3.

7.3.2
UTRA FDD minimum requirement
For UTRA FDD, the minimum requirement for dynamic range is specified in TS 25.104 [2], subclause 7.3.

7.3.3
UTRA TDD minimum requirement

For UTRA TDD, the minimum requirement for dynamic range is specified in TS 25.105 [3], subclause 7.3.

7.3.4
GSM/EDGE minimum requirement
For GSM/EDGE, the minimum requirement for dynamic range is specified in TS 45.005 [5], subclause 6.1



