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1. Introduction
At RAN4#52 meeting, BS blocking requirements for split frequency bands, such as Band XI/11 and Band XXI/21, were discussed and the TP for TS25.104 [1], 25.141 [2], 36.104 [3], and 36.141 [4] were agreed with the following note:

· NOTE:
The minimum / test requirements for BS which supports both Band XI/11 and Band XXI/21 operating frequencies, are FFS.
The following discussion was made in the last RAN4 meeting:

· For the specific Bands XI/11 and XXI/21, related operators’ view was that blocking requirements should be specified separately in terms of performance advantage.
· There was also other view that blocking requirements for each operating band should be scenario based.

2. Proposal

In this contribution, we propose the following solution considering specification simplicity:

· “NOTE:
The minimum / test requirements for BS which supports both Band XI / 11 and Band XXI / 21 operating frequencies, are FFS.” is added in the TR.

· The above NOTE is not introduced into the TSs.
Corresponding text proposals for Extended UMTS/LTE 1500 TR are attached.
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ANNEX: Proposed changes to Extended UMTS/LTE 1500 TR

5.5 Specific BS RF requirements
5.5.1
BS Blocking requirements
UTRA BS Blocking requirements for Band XI and Band XXI should be specified separately. But the following note is included in this TR considering the BS which supports both Band XI and Band XXI operating bands.

· “NOTE:
The minimum / test requirements for BS which supports both Band XI and Band XXI operating frequencies, are FFS.”
------------------------- NEXT CHANGE ------------------------
6.5 Specific BS RF requirements
6.5.1 BS Blocking requirements
The following note is applied to E-UTRA BS Blocking requirements for Band 11 and Band 21 as well as UTRA BS.

· “NOTE:
The minimum / test requirements for BS which supports both Band 11 and Band 21 operating frequencies, are FFS.”
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