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1. Introduction 
This contribution makes a proposal on EU800 maximum power tolerance relaxation on band edge also known as deltaTC.
2. Discussion
By measure of Relative Duplex Gap (Gap Width/Gap Centre Freq) Band 20 is 4th challenging the relative duplex Gap = 1.33% (11 MHz/826.5 MHz)

Previously was proposed in [1] that bands having Relative Duplex gap smaller than 1.75% were entitled to have band edge Tx tolerance relaxation. This proposed figure was accepted as a figure of merit for deciding which bands are applicable to have deltaTC relaxation and [2] was approved.
Based on above documents proposal is to include B20 to category of bands having the deltaTc relaxation and following test to be added to TR.
************
Start of text proposal

*********** 
6.3.4
Output power, MPR and A-MPR

By measure of Relative Duplex Gap (Gap Width/Gap Centre Freq) Band 20 is 4th challenging the relative duplex Gap = 1.33% (11 MHz/826.5 MHz). Based on previous RAN4 decisions bands having relative duplex gap smaller than 1.75% were entitled to have band edge Tx tolerance relaxation.


6.3.4.1
 UE Maximum Output Power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.2-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±22
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	[20]
	
	
	
	
	23
	±22
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2:
For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
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