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9.2
UTRAN FDD Measurements

The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED

-
performing measurements according to section 8.1.2.4.1 with appropriate measurement gaps

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in 3GPP TS 25.302 [6]. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.

9.2.1
UTRAN FDD CPICH RSCP

NOTE:
This measurement is for handover between E-UTRAN and UTRAN FDD.

The requirements in this section are valid for terminals supporting this capability.

The measurement period for RRC_CONNECTED state is specified in section 8.1.2.4.1.

In RRC_CONNECTED state the accuracy requirements shall meet the absolute accuracy requirements in table 9.2.1-1,.
Table 9.2.1-1: UTRAN FDD CPICH_RSCP absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions of UTRAN carrier

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI and X
	Band II, V, VII and XI
	Band III, VIII, XII, XIII and XIV
	Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-92…-70
	-91…-70
	-93...-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70…-50
	-70…-50
	-70...-50


If the UE, in RRC_CONNECTED state, needs measurement gaps to perform UTRAN FDD measurements, the UTRAN FDD measurement procedure and measurement gap pattern stated in section 8.1.2.4.1 shall apply.

The reporting range and mapping specified for FDD CPICH RSCP in 3GPP TS 25.133 [18] shall apply.
9.2.2
UTRAN FDD carrier RSSI

NOTE:
This measurement is for handover between E-UTRAN and UTRAN FDD.

The requirements in this section are valid for terminals supporting this capability.

The measurement period for RRC_CONNECTED state is equal to the measurement period for FDD CPICH measurements, whose measurement period is specified in section 8.1.2.4.1.

In RRC_CONNECTED state the  accuracy requirements shall be the same as the measurement accuracy requirements for FDD carrier RSSI in 3GPP TS 25.133 [18].

If the UE, in RRC_CONNECTED state, needs measurement gaps to perform UTRAN FDD measurements, the UTRAN FDD measurement procedure and measurement gap pattern stated in section 8.1.2.4.1 shall apply.

The reporting range and mapping specified for FDD carrier RSSI in 3GPP TS 25.133 [18] shall apply.
9.2.3
UTRAN FDD CPICH Ec/No

NOTE:
This measurement is for handover between E-UTRAN and UTRAN FDD.

The requirements in this section are valid for terminals supporting this capability.

The measurement period for RRC_CONNECTED state is specified in section 8.1.2.4.1.

In RRC_CONNECTED state the accuracy requirements shall be the same as the inter-frequency measurement accuracy requirements for FDD CPICH Ec/No in 3GPP TS 25.133 [18].

If the UE, in RRC_CONNECTED state, needs measurement gaps to perform UTRAN FDD measurements, the UTRAN FDD measurement procedure and measurement gap pattern stated in section 8.1.2.4.1 shall apply.

The reporting range and mapping specified for FDD CPICH Ec/No in 3GPP TS 25.133 [18] shall apply.
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