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Background and discussion
There have been several attempts to specify the relation between the requirements developed in the MSR specification and the existing single-RAT requirements [2,3,4]. While no text for this purpose has been agreed, there has been a step-by-step agreement on how each MSR requriement is derived and how they relates to the existing single-RAT specifications. These agreements and the resulting requirements are documented in the Work Item TR 37.900 [1], which is the source for finding how each chosen MSR requirement is related to the existing single-RAT requirements.

In the MSR specification TS 37.104, there is no need to document how the requirements are derived. There is however a need to describe where to find each requirement. According to the TS structure, the applicability of each requirement is defined in a normative way in clause 5, where all requirements are referenced through tables for each Band Category. The actual requirements are in most cases specified in TS 37.104, while they in some cases are included through a normative reference to the single-RAT specifications. This structure is further discussed in [5].
A description of this mechanism for where to find the MSR BS requirements should be described in subclause 4.1 of TS 37.104. The attached text proposal introduces such a description.
Proposal

It is proposed that the attached text proposal is approved for TS 37.104.
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4
General

4.1
Relation between the MSR specification and the single-RAT specifications

The requirements for MSR are in most parts specified in the present document, while many requirements are also specified through normative references to the respective single-RAT specifications in [2], [3], [4] and [5]. The resulting set of requirements for an MSR BS can be divided into three types, depending on their relation to the single-RAT specifications:

1.
Generic MSR requirement: A common generic requirement is specified in the present document that applies for all RATs and for BS configured for both multi-RAT and single-RAT operation. In some cases, there are additional requirement(s) that apply only in some Band Category. There are no references to the single-RAT specifications.
2.
Generic MSR requirement, with additional single-RAT requirements: A common generic requirement is specified in the present document which applies as in point 1. In addition some single RAT requirement(s) apply, included by normative reference(s) to the single-RAT specification(s).

3.
Single-RAT only requirements: In this case, no common generic requirement is defined. The existing single-RAT requirement applies for each RAT, included by normative reference(s) to the single-RAT specification(s).
The applicability of each requirement is described in clause 5.




