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No explicit neighbour list is provided to the UE for identifying a UTRA TDD cell for SON. The UE shall identify and report only the strongest cell when requested by the network for the purpose of SON.
When no DRX is used, the requirement of UE to identify a new cell is within:
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Here: Tbasic_identify_UTRA_TDD  = 800 ms.
When DRX is used, time requirement is 25 times of DRX cycle in use. If the time requirement is shorter than that no DRX is used, the no DRX time requirement is applied. 
If the UE is unable to identify the UTRA TDD cell for SON within 8*Tidentify, UTRA_TDD seconds, the UE may stop searching UTRA TDD cells for SON.
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8.1.2.4.13
E-UTRAN TDD – UTRAN TDD measurements for SON

8.1.2.4.13.1
Identification of a new UTRA TDD cell for SON 

No explicit neighbour list is provided to the UE for identifying a UTRA TDD cell for SON. The UE shall identify and report only the strongest cell when requested by the network for the purpose of SON.

8.1.2.4.13.1.1
Requirements when no DRX is used 
When no DRX is used the UE shall be able to identify a new cell within: 
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Tbasic_identify_UTRA_TDD  = 800 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new UTRA TDD cell is defined.
A cell shall be considered identifiable following conditions are fulfilled: 

-
P-CCPCH Ec/Io > -8 dB,

-
DwPCH_Ec/Io > -5 dB.
When L3 filtering is used an additional delay can be expected.

If the UE is unable to identify the UTRA TDD cell for SON within 8*Tidentify, UTRA_TDD ms, the UE may stop searching UTRA TDD cells for SON.
8.1.2.4.13.1.2
Requirements when DRX is used 

When DRX is used the UE shall be able to identify a new cell within Tidentify, UTRA_TDD as defined in table 8.1.2.4.13.1.2-1.
Table 8.1.2.4.13.1.2-1: Requirement to identify a new UTRA TDD cell for SON

	DRX cycle length (s)
	 Tidentify, UTRA_TDD (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.16
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	0.16<DRX cycle≤0.32
	8* Nfreq (25* Nfreq)
	12.8* Nfreq (40* Nfreq)

	0.32<DRX cycle≤2.56
	Note (25* Nfreq)
	Note (25* Nfreq)

	Note: Time depends upon the DRX cycle in use


A cell shall be considered identifiable provided following conditions are fulfilled: 
-
P-CCPCH Ec/Io > -8 dB,

-
DwPCH_Ec/Io > -5 dB.
When L3 filtering is used an additional delay can be expected.

If the UE is unable to identify the UTRA TDD cell for SON within 8*Tidentify, UTRA_TDD seconds, the UE may stop searching UTRA TDD cells for SON; Tidentify, UTRA_TDD is defined in table 8.1.2.4.13.1.2-1.
8.1.2.4.13.1.3
Reporting Delay

The UE shall not report the physical cell identity of an identifiable cell for SON as long as the reporting criteria are not fulfilled.

The reporting delay is defined as the time between the identification of the strongest cell for SON until the UE starts to transmit its physical cell identity over the Uu interface. This requirement assumes that the reporting of the physical cell identity is not delayed by other RRC signalling on the DCCH. This reporting delay excludes a delay uncertainty resulted when inserting the physical cell identity of the strongest cell for SON to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This reporting delay excludes any delay caused by unavailability of UL resources for UE sending the physical cell identity of the strongest cell for SON.
The reporting delay of the physical cell identity of the strongest cell for SON without L3 filtering shall be less than Tidentify, UTRA_TDD defined in section 8.1.2.4.13.1.1 and in section 8.1.2.4.13.1.2 for non DRX and DRX cases respectively. When L3 filtering is used an additional delay can be expected.
8.1.2.4.14
E-UTRAN FDD – UTRAN TDD measurements for SON

The requirements in section 8.1.2.4.13 also apply for this section.
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