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6.5
Performance criteria for continuous phenomena for repeaters

The gain of the EUT shall be measured throughout the period of exposure of the phenomenon. The gain measured during the test shall not change from the gain measured before the test by more than ± 1 dB. At the conclusion of the test the EUT shall operate as intended with no loss of user control functions or stored data.

6.6
Performance criteria for transient phenomena for repeaters

The gain of the EUT shall be measured before the test and after each exposure. At the conclusion of each exposure the gain of the EUT shall not have changed by more than ± 1 dB. At the conclusion of the total test comprising the series of individual exposures, the EUT shall operate as intended with no loss of user control functions or stored data, as declared by the manufacturer, and the gain of the EUT shall not have changed by more than ± 1 dB.

7
Applicability overview

7.1
Emission

Table 7.1.1: Emission applicability

	Phenomenon
	Application
	Equipment test requirement
	Reference

subclause in the present document
	Reference

Standard

	
	
	BS equipment 
	Ancillary equipment 
	Repeater
	
	

	Radiated emission
	Enclosure
	applicable
	
	applicable
	8.2.1
	ITU-R SM.329 [10]

	Radiated emission
	Enclosure
	
	applicable
	
	8.2.2
	CISPR 22 [11]

	Conducted emission
	DC power input/output port
	applicable
	applicable
	applicable
	8.3
	CISPR 22 [11], 
CISPR 16‑1-1 [12]

	Conducted emission
	AC mains input/output port
	applicable
	applicable
	applicable
	8.4
	CISPR 22 [11]

	Harmonic current emissions
	AC mains input port
	applicable
	 applicable
	applicable
	8.5
	IEC 61000-3-2 [13] or
 IEC 61000-3-12 [14]

	Voltage fluctuations and flicker
	AC mains input port
	applicable
	applicable
	applicable
	8.6
	IEC 61000-3-3 [15] ] or
 IEC 61000-3-11 [16]

	Conducted emission
	Telecommunica-tion port
	applicable

	applicable
	applicable
	8.7
	CISPR 22 [11]
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