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	Reason for change:
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	Current test requirement of E-UTRAN FDD - UTRAN FDD cell search in DRX = 40 ms is calculated base on the gap pattern Id 1, though gap pattern Id 0 is assumed in this test conditions. 


	
	

	Summary of change:
(

	Test requirement is re-calculated based on gap pattern Id 0. 
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4800ms is corrected to 2400ms.
[Isolated impact analysis]

Since it is a recalculation of requirement, there is no system impact.
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A.8.5.3.2
Test Requirements

In Test1 the UE shall send one Event B1 triggered measurement report, with a measurement reporting delay less than 2400 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2, to the moment when the UE sends the measurement report on PUSCH.
In Test2 the UE shall send one Event B1 triggered measurement report, with a measurement reporting delay less than 20*1280ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2, to the moment when the UE starts to send preambles on the PRACH for scheduling request (SR) to obtain allocation to send the measurement report on PUSCH. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

NOTE 1:
The actual overall delays measured in the test may be up to one DRX cycle higher than the measurement reporting delays above because UE is allowed to delay the initiation of the measurement reporting procedure to the next until the Active Time.
NOTE 2: 
In order to calculate the rate of correct events the system simulator shall verify that it has received correct Event B1 measurement report
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