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Background and discussions
To complete the TR of the WI, UMTS-LTE 3500 MHz [1], two TPs of the required changes for BS and UE were approved in 3GPP RAN4#52bis meeting in Miyazaki [2,3].  In this contribution, we further investigate the required changes for TS 36.141 for the new bands, i.e. bands [22], [41] and [42]. The relevant TP for subclause 10.3 of [1] is provided.    

Proposal to Base Station Conformance Testing
It is proposed that the attached text proposal is approved for the work item TR [1].
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TEXT PROPOSAL:

10.3
Required changes to TS 36.141

Required changes in specification TS 36.141 together with their currently assumed values are discussed in Table 10.3.  Requirements which are not shown are applicable to E-UTRA 3.5 GHz without any modifications from the existing specifications.
Table 10.1: Required Changes in TS 36.141 

	Section
	Requirement
	Discussion / Required Changes in TS 36.141

	5.5
	Operating bands
	Three new operating bands need to be added as: 

· Band [22], 2x90 MHz for FDD mode  

                3410 – 3500 MHz: Up-link (UE transmit, Base station  receive)


          3510 – 3600 MHz: Down-link (Base station transmit, UE receive)

· Band [41], 200 MHz for TDD mode, 3400 – 3600 MHz 

· Band [42], 200 MHz for TDD mode, 3600 – 3800 MHz

	5.7.3
	Carrier frequency and EARFCN
	Add the EARFCN numbers and parameters as in Table 8.1-1 and Table 8.1-2 of the present document.

	6.6.2
	Adjacent Channel Leakage power Ratio (ACLR)
	The mandatory requirement is not changed.

	6.6.3
	Operating band unwanted emissions
	The mandatory requirement is not changed.

	6.6.4.5.4
	Coexistence with other systems in the same geographical area
	Add requirements for Band [22], [41] and [42],

•
Requirements for co-existence is the same geographical area and for BS co-location with other bands (Band [22] and [23]) 

•
According note 2, overlapping frequency arrangements [22] and [41], the special co-ex requirement apply for European market.

	6.6.4.5.5

	Colocation with other base stations

	Add requirements for Band [22], [41] and [42]. The requirement is FFS.

	7.6.5.1
	General requirement
	Add requirements for Band [22], [41] and [42]. The requirement is FFS.

	7.6.5.2
	Co-location with other base stations
	Add requirements for Band [22], [41] and [42]. The requirement is FFS.








