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1    Background
A way forward for Simulation assumptions for the derivation of requirements for the feature TxAA extension for non-MIMO UEs was agreed in [1]. This document presents practical simulation results for HS-PDSCH demodulation, for the purpose of agreeing on final requirements.
2    Practical results for HS-PDSCH TxAA extension
The requirement scenarios for Enhanced receiver Type 2/Type3 are presented in Tables 1 and 2. 

Table 1 Requirement scenarios for Enhanced receiver Type 2.
	Propagation Conditions
	 Reference value

	
	HS-PDSCH
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	QPSK
	16QAM
	QPSK
	16QAM

	PA3
	-3
	-3
	0
	3

	VA3
	-3
	-3
	3
	6


Table 2 Requirement scenarios for Enhanced receiver Type 3.
	Propagation Conditions
	 Reference value

	
	HS-PDSCH
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	QPSK
	16QAM
	QPSK
	16QAM

	PA3
	-6
	-3
	0
	0

	VA3
	-6
	-3
	0
	3


Table 3 HS-PDSCH practical simulation results for TxAA mode.
	Propagation Conditions
	Receiver

	
	Type 2
	Type 3

	
	
	

	
	QPSK
	16QAM
	QPSK
	16QAM

	PA3
	308
	397
	308
	389

	VA3
	353
	361
	218
	426


2 Practical results for HS-SCCH Type 3 detection

The requirement scenarios for HS-SCCH Type 3 detection are shown in Table 4. Practical simulation results are shown in Table 5. 
Table 4 HS-SCCH requirement scenario.
	Propagation Conditions
	 Reference value
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	PA3
	0

	VA3
	0


Table 5 Practical simulation results for HS-SCCH Type 3 detection in TxAA extension 1 Rx mode.
	Propagation Conditions
	 Reference value

	
	Minimum HS-SCCH
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Required to obtain  <1% mis-detection rate

(dB)

	
	

	PA3
	-10.9

	VA3
	-12.0


3    Summary
Practical results for HS-PDSCH demodulation and HS-SCCH type 3 detection in the mode “TxAA extension for non-MIMO UEs” have been presented. It is proposed that the values are taken into account when agreeing on final requirements.
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