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Therefore the side conditions for event triggered reporting delay when cell is detectable and enters or leaves the reporting range, are defined for the following cases:

1) E-UTRA FDD intra-frequency measurements with and without DRX

If a detectable cell becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, then the event reporting delay shall be less than TMeasurement_Period Intra provided the base station timing remains within ( 50 Ts; this is less than normal CP length (approx 1/3 of CP length). 

2) E-UTRA TDD intra-frequency measurements with and without DRX

If a detectable cell becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, then the event reporting delay shall be less than TMeasurement_Period Intra provided the base station timing remains within ( 50 Ts; this is less than normal CP length (approx 1/3 of CP length). 

3) E-UTRA FDD inter-frequency measurements with and without DRX
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8.1.2.2.1.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in Section 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.1.1 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.2.1.1.2.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_intra defined in Section 8.1.2.2.1.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.1.2 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.2.2.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in Section 8.1.2.2.2.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.2.1 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.2.2.2.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_intra defined in Section 8.1.2.2.2.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.2.2 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.3.1.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify -inter defined in Section 8.1.2.3.1.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in section 8.1.2.3.1.1 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD defined in section 8.1.2.3.1.1 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.3.1.1.2.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.5 Event Triggered Reporting.

8.1.2.3.1.1.2.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_inter defined in Section 8.1.2.3.1.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in section 8.1.2.3.1.2 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasure_inter defined in section 8.1.2.3.1.2 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.3.2.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in Section 8.1.2.3.2.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period TIdentify_Inter defined in section 8.1.2.3.2.1 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_TDD_Inter defined in section 8.1.2.3.2.1 provided the timing to that cell has not changed more than ( 50 Ts while measurementgap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.3.2.2.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in Section 8.1.2.3.2.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period TIdentify_Inter in section 8.1.2.3.2.2 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasure_inter in section 8.1.2.3.2.2 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.4.1.1.4
Event Triggered Reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify, UTRA_FDD defined in Section 8.1.2.4.1.1.1. When L3 filtering is used an additional delay can be expected.
If a cell which has been detectable at least for the time period Tidentify, UTRA_FDD defined in section 8.1.2.4.1.1.1 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasurement_UTRA_FDD defined in section 8.1.2.4.1.1.2 provided the timing to that cell has not changed more than ( 32 chips while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected. 
-----------------------NEXT CHANGED SECTION--------------------------

8.1.2.4.1.2.2
Event Triggered Reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify,UTRA_FDD defined in Section 8.1.2.4.1.2. When L3 filtering is used an additional delay can be expected. 
If a cell which has been detectable at least for the time period Tidentify, UTRA_FDD defined in section 8.1.2.4.1.2 and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasurement_UTRA_FDD defined in section 8.1.2.4.1.2 provided the timing to that cell has not changed more than ( 32 chips while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
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