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Introduction
In the past RAN4 meetings, requirements of both Cat1 and Cat2 for FDD operation were discussed and summarized in the latest MSR WI report [1]. As the work on the technical specification starts in this RAN4 meeting, the test specification needs to be discussed. 

In this paper, test specification is discussed for GSM single RAT operation and minimum test cases for downlink requirements of GSM single RAT operation were listed and hoped to be approved.

Discussion

In [3], different characteristics between GSM carrier and UTRA carrier were discussed. And because of its high power spectral density of GSM carrier compared to UTRA and E-UTRA carriers, some requirements of existing GSM MCBTS were agreed to apply for GSM single RAT operation. In [4], a way forward for UEM for BC2 was discussed and for GSM single RAT operation the requirements for Spectrum due to the modulation and wide band noise and intra BTS intermodulation of existing GSM MCBTS were agreed to apply. In [5], it is proposed to apply relevant existing GERAN RF specifications to MSR base station in GSM single RAT operation.

For downlink requirements of MSR base station in GSM single RAT operation, the test cases need to be discussed. The relevant downlink requirements of GSM single RAT operation were listed below as agreed in [1]:
6.3 Output power dynamics

6.5.1 Modulation quality

6.5.2
Frequency error

6.6.2 Operating band unwanted emissions

For these downlink requirements, we propose to directly re-use the relevant test cases of existing 3GPP TS 51.021 as the test cases in the MSR test specification. This can guarantee the performance of the MSR BTS in GSM single RAT operation. 
Proposal

In this paper, the relevant downlink requirements of GSM single RAT operation were listed and for these requirements of GSM single RAT operation, it is proposed to re-use the downlink test cases of existing 3GPP TS 51.021 as the test cases in the MSR test specification.
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