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Background

For the MSR Work Item, the ACLR requirement is agreed in RAN4 and covered in the latest version of the MSR Work Item TR 37.900 [1]. This text proposal introduces ACLR also in the MSR specification TS 37.104.

This contribution is a revision of [2], with ACLR applicability extended to BC2 and BC3. Note that the applicability for BC3 is added through the text proposal in [3].
Proposal

It is proposed that the attached text proposal is approved for TS 37.104.
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TEXT PROPOSAL:

5
Applicability of requirements

5.1
Band category 1
For all MSR BS operating in Band Category 1, the RF requirements listed in Table 5.1-1 apply. Requirements apply according to the RAT configuration of the Base Station, as listed in the heading of the table. Some requirements listed in the table may not be mandatory or they may apply only regionally. This is further specified in the clause of each requirement and in Table 4.4-1. 

Table 5.1-1: Applicability of requirements for MSR BS operation in Band Category 1

	RF requirement
	BS configured for multi-RAT operation
	BS configured for single-RAT E‑UTRA FDD operation
	BS configured for single-RAT UTRA FDD operation

	Base station output power
	6.2.1

6.2.2

6.2.3

6.2.4 
	6.2.1 
6.2.2

6.2.3
	6.2.1

6.2.4

	Output power dynamics
	Note 1
	6.3.1
	6.3.2

	Transmitted signal quality
	

	
Modulation quality
	Note 1
	6.5.1.1
	6.5.1.2

	
Frequency error
	Note 1
	6.5.2.1
	6.5.2.2

	
Time alignment between 
transmitter branches
	Note 1
	6.5.3.1
	6.5.3.2

	Unwanted emissions
	

	
Transmitter spurious emissions
	6.6.1 (except for 6.6.1.1.3)
	6.6.1 (except for 6.6.1.1.3)
	6.6.1 (except for 6.6.1.1.3)

	Operating band unwanted


emissions
	6.6.2.1
6.6.2.4
	6.6.2.1
6.6.2.4
	6.6.2.1
6.6.2.4

	
Occupied bandwidth
	Note 1
	6.6.3
	6.6.3

	
ACLR
	Note 1
	6.6.4.1
	6.6.4.2

	Transmitter intermodulation
	6.7.1
	6.7.1
	6.7.1

	Reference sensitivity level
	Note 1
	7.2.1
	7.2.2

	Dynamic range
	Note 1
	7.3.1
	7.3.2

	In-band selectivity and blocking
	

	
Blocking
	7.4.1
	7.4.1
	7.4.1

	
Narrowband blocking
	7.4.2
	7.4.2
	7.4.2

	Out-of-band blocking
	7.5
	7.5
	7.5

	Receiver spurious emissions
	7.6.1
	7.6.1
	7.6.1

	Receiver intermodulation
	

	
Intermodulation
	7.7.1
	7.7.1
	7.7.1

	
Narrowband intermodulation
	7.7.2
	7.7.2
	7.7.2

	In-channel selectivity
	7.8
	7.8
	-

	Performance requirements
	Note 1
	8
	8

	Note 1:
For multi-RAT operation, there is no general MSR multi-RAT requirement. Instead, the requirement is defined by the respective single-RAT requirement for each RAT supported by the BS. 


5.2
Band category 2
For all MSR BS operating in Band Category 2, the RF requirements listed in Table 5.2-1 apply. Requirements apply according to the RAT configuration of the Base Station, as listed in the heading of the table. Some requirements listed in the table may not be mandatory or they may apply only regionally. This is further specified in the clause of each requirement and in Table 4.4-1.

Table 5.2-1: Applicability of requirements for MSR BS operation in Band Category 2

	RF requirement
	BS configured for multi-RAT operation not including GSM/EDGE
	BS configured for multi-RAT operation including GSM/EDGE
	BS configured for single-RAT E‑UTRA FDD operation
	BS configured for single-RAT UTRA FDD operation
	BS 
configured for single-RAT GSM/EDGE operation

	Base station output power
	6.2.1

6.2.2

6.2.3

6.2.4
	6.2.1

6.2.2

6.2.3

6.2.4
	6.2.1

6.2.2

6.2.3
	6.2.1

6.2.4
	6.2.1

	Output power dynamics
	Note 1
	Note 1
	6.3.1
	6.3.2
	6.3.4

	Transmit ON/OFF power
	-     
	-        
	-
	-        
	-        

	Transmitted signal quality
	

	
Modulation quality
	Note 1
	Note 1
	6.5.1.1
	6.5.1.2
	6.5.1.4

	
Frequency error
	Note 1
	Note 1
	6.5.2.1
	6.5.2.2
	6.5.2.4

	
Time alignment between 
transmitter branches
	Note 1
	Note 1
	6.5.3.1
	6.5.3.2
	-

	Unwanted emissions
	

	
Transmitter spurious emissions
	6.6.1
	6.6.1
	6.6.1
	6.6.1
	6.6.1

	Operating band unwanted


emissions
	6.6.2.2
6.6.2.4
	6.6.2.2
6.6.2.4
	6.6.2.2
6.6.2.4
	6.6.2.2
6.6.2.4
	6.6.2.3

6.6.2.4

	
Occupied bandwidth
	Note 1
	Note 1
	6.6.3
	6.6.3
	-

	
ACLR
	Note 1
	Note 1
	6.6.4.1
	6.6.4.2
	-

	Transmitter intermodulation
	6.7.1

6.7.2
	6.7.1

6.7.2
	6.7.1

6.7.2
	6.7.1

6.7.2
	6.7.1

6.7.2

	Reference sensitivity level
	Note 1
	Note 1
	7.2.1
	7.2.2
	7.2.4

	Dynamic range
	Note 1
	Note 1
	7.3.1
	7.3.2
	7.3.4

	In-band selectivity and blocking
	

	
Blocking
	7.4.1
	7.4.1
	7.4.1
	7.4.1
	7.4.1

	
Narrowband blocking
	7.4.2
	7.4.2

7.4.3
	7.4.2
	7.4.2
	7.4.2

7.4.3

7.4.4

	Out-of-band blocking
	7.5
	7.5
	7.5
	7.5
	7.5

	Receiver spurious emissions
	7.6.1

7.6.2
	7.6.1

7.6.2
	7.6.1

7.6.2
	7.6.1

7.6.2
	7.6.1

7.6.2

	Receiver intermodulation
	

	
Intermodulation
	7.7.1
	7.7.1
	7.7.1
	7.7.1
	7.7.1

	
Narrowband intermodulation
	7.7.2
	7.7.2

7.7.3
	7.7.2
	7.7.2
	7.7.2

7.7.3

	In-channel selectivity
	7.8
	7.8
	7.8
	-
	-

	Performance requirements
	Note 1
	Note 1
	8
	8
	8

	Note 1:
For multi-RAT operation, there is no general MSR multi-RAT requirement. Instead, the requirement is defined by the respective single-RAT requirement for each RAT supported by the BS.


5.3
Band category 3
<Text will be added.>

6.6.4
Adjacent Channel Leakage power Ratio (ACLR)
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The requirement applies to frequency ranges outside the Base Station RF bandwidth. 
6.6.4.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirement for ACLR is specified in TS 36.104 [4], subclause 6.6.2. 
NOTE: 
In case of multicarrier and multi-RAT BS operation, ACLR for E-UTRA channel bandwidth less than 5 MHz are ffs..
6.6.4.2
UTRA FDD minimum requirement

For UTRA FDD, the minimum requirement for ACLR is specified in TS 25.104 [2], subclause 6.6.2.2.
6.6.4.3 UTRA TDD minimum requirement
For UTRA TDD, the minimum requirement for ACLR is specified in TS 25.105 [3], subclause 6.6.2.2.1.2.




