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<Start of change>

4.2.2.5a
Measurements of inter-RAT E-UTRA cells

The UE shall be able to identify new E-UTRA cells and perform RSRP measurements of identified E-UTRA cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If SrxlevServingCell > Sprioritysearch1 and SqualServingCell > Sprioritysearch2 then the UE shall search for E-UTRA layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in section 4.2.2. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life.

If SrxlevServingCell <= Sprioritysearch1 or SqualServingCell <= Sprioritysearch2 then the UE shall search for and measure E-UTRA frequency layers of higher or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers shall be the same as that defined below for a lower priority layers.
The UE shall be able to evaluate whether a new detectable lower priority inter-RAT E-UTRA cell meets the reselection criteria defined in [1] within Kcarrier * 30 seconds if E-UTRA carrier frequency information is provided in the inter-RAT measurement control system information when Treselection=0 provided that the reselection criteria is met by at least 6dB. The parameter Kcarrier is the number of E-UTRA carrier frequencies indicated in the inter-RAT measurement control system information. An inter RAT E-UTRAN cell is considered to be detectable if: 

-
RSRP|dBm > -124 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21, 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -123 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 2, 5, 7, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -121 dBm for Bands 3, 8, 12, 13, 14, 20 and RSRP Ês/Iot ( -4 dB,
-
SCH_RP> -124 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21, 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP|dBm(-123 dBm for Band 9 and SCH Ês/Iot ( -4 dB,
-
SCH_RP |dBm( -122 dBm for Bands 2, 5, 7, 17 and SCH Ês/Iot  ( -4 dB,
-
SCH_RP |dBm( -121 dBm for Bands 3, 8, 13, 14, 20 and SCH Ês/Iot  ( -4 dB.
 The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRA_as defined in table 4.2 for identified E-UTRA cells.

When higher priority cells are found by the higher priority search, they shall be measured at least every  TmeasureE-UTRA. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.
If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall filter RSRP measurements of each measured E-UTRA cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least least (Kcarrier * Tmeasure,EUTRA)/2.

RSRP measurements of E-UTRA cells shall not be filtered over a longer period than that specified in Table 4.2.
The UE shall not consider an E-UTRA neighbour cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
For an inter-RAT E-UTRA cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the E-UTRA cell has met reselection criterion defined TS 36.304 within Kcarrier * TevaluateEUTRA as specified in table 4.22 provided that the reselection criteria is met by at least 6dB and the Treselection timer is set to zero.

<Next section>

8.1.2.6.1
Identification of a new cell

When compressed mode gaps are used for E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within
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If the UE does not need compressed mode to perform E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within 
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Where:

TE-UTRAN: This is the minimum time that is available for E-UTRAN measurements during a 480ms period with an arbitrarily chosen timing. The minimum time per compressed mode gap is calculated by subtracting 2*0.5 ms from the length of the gap.

Nfreq,E-UTRAN :This is the number of E-UTRAN carriers being monitored


TBasic_Identify_E-UTRAN = 480ms
When L3 filtering is used an additional delay can be expected.
An E-UTRANcell shall be considered detectable when 


-
RSRP|dBm( -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21, 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -124 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -123 dBm for Bands 2, 5, 7, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 3, 8, 12, 13, 14, 20 and RSRP Ês/Iot  ( -4 dB, 
-
other RSRP related side condition given in Section 9.1 of [24] are fulfilled,
-
SCH_RP|dBm( -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21, 33, 34, 35, 36, 37, 38, 39, 40 and SCH_RP/Iot ≥ -4 dB,

-
SCH_RP|dBm( -124 dBm for Band 9 and SCH_RP/Iot ≥ -4 dB, 

-
SCH_RP |dBm( -123 dBm for Bands 2, 5, 7, 17 and SCH_RP/Iot ≥ -4 dB,

-
SCH_RP |dBm( -122 dBm for Bands 3, 8, 12, 13, 14, 20 and SCH_RP/Iot ≥ -4 dB.
Editor’s note:
These quantities may need to be defined.8.1.2.6.2
E-UTRAN RSRP and RSRQ measurement period

<Next section>

9.1.1.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI

CPICH_RSCP1|dBm ( -113 dBm for Band IX,


CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
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Table 9.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-92…-70
	-91…-70
	-93...-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70…-50
	-70…-50
	-70...-50


9.1.1.1.2
Relative accuracy requirement

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency
The accuracy requirements in table 9.2 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
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Table 9.2: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 3 
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

9.1.1.2.1
Relative accuracy requirement

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The accuracy requirements in table 9.3 are valid under the following conditions:

CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV, VI, X, XI, XIX and XXI,
CPICH_RSCP1|dBm ( -113 dBm if CPICH_RSCP1 is on Band IX,
CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Bands II, V and VII,

CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III, VIII, XII, XIII, XIV and XX,
CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV, VI, X, XI, XIX and XXI,

CPICH_RSCP2|dBm ( -113 dBm if CPICH_RSCP2 is on Band IX,
CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on Bands II, V and VII,

CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on Band III, VIII, XII, XIII, XIV and XX.
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| Channel 1_Io|dBm/3,84 MHz ‑Channel 2_Io|dBm/3,84 MHz | ( 20 dB.
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Table 9.3: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	CPICH_RSCP is on Band I, IV, VI, X, XI, XIX and XXI
	CPICH_RSCP is on Band II, V and VII
	CPICH_RSCP is on Band III, VIII, XII, XIII, XIV and XX
	CPICH_RSCP is on Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 6
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

9.1.2.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.5 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1|dBm ( -113 dBm for Band IX,

CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III,VIII, XII, XIII, XIV and XX.
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Table 9.5: CPICH_Ec/Io Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io < -16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.2.1.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io is defined as the maximum allowable error in the measured difference between the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.
The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2.

The accuracy requirements in table 9.6 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
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Table 9.6: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io 
< 
-16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

9.1.2.2.1
Absolute accuracy requirement

The accuracy requirements in table 9.7 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1|dBm ( -113 dBm for Band IX,


CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III, XII, XIII, XIV and XX.
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Table 9.7: CPICH_Ec/Io Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io 
< 
-16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.2.2.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the maximum allowable error in the measured difference between the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency
The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2.

The accuracy requirements in table 9.8 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1|dBm ( -113 dBm if CPICH_RSCP1 is on Band IX,


CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP2|dBm ( -113 dBm if CPICH_RSCP2 is on Band IX,


CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on Bands II, V and VII,


CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on Band III, VIII, XII, XIII, XIV and XX.
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| Channel 1_Io|dBm/3,84 MHz ‑Channel 2_Io|dBm/3,84 MHz | ( 20 dB.
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Table 9.8: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	CPICH_Ec/Io is on Band I, IV, VI, X, XI, XIX and XXI
	CPICH_Ec/Io is on Band II, V and VII
	CPICH_Ec/Io is on Band III, VIII, XII, XIII, XIV and XX
	CPICH_Ec/Io is on Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io 
< 
-16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

9.1.3.1
Absolute accuracy requirement

Table 9.10: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70
	-92…-70
	-91…-70
	-93...-70

	
	dBm
	( 6 
	( 9
	-70...-50
	-70…-50
	-70…-50
	-70...-50


9.1.3.2
Relative accuracy requirement

The relative accuracy requirement is defined as the UTRA carrier RSSI measured from one frequency compared to the UTRA carrier RSSI measured from another frequency.
The accuracy requirements in table 9.11 are valid under the following condition:


| Channel 1_Io|dBm ‑Channel 2_Io|dBm | < 20 dB.

Table 9.11: UTRA Carrier RSSI Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	UTRA Carrier RSSI is on Band I, IV, VI, X, XI, XIX and XXI
	UTRA Carrier RSSI is on Band II, V and VII
	UTRA Carrier RSSI is on Band III, VIII, XII, XIII, XIV and XX
	UTRA Carrier RSSI is on Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-50
	-92…-50
	-91…-50
	-93...-50 


<Next section>

9.1.7.1
Intra frequency measurement requirement

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. 

The accuracy requirement in table 9.16 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
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 is low enough to ensure successful SFN decoding.

Table 9.16

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-CFN observed time difference
	chip
	( 1 
	-94...-50
	-92…-50
	-91…-50
	-93…-50


9.1.7.2
Inter frequency measurement requirement

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. 

The accuracy requirement in table 9.17 is valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV, VI, X, XI, XIX and XXI,

CPICH_RSCP1|dBm ( -113 dBm if CPICH_RSCP1 is on Band IX,


CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Bands II, V and VII,

CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP2|dBm ( -113 dBm if CPICH_RSCP2 is on Band IX,


CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on Bands II, V and VII,

CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on Band III, VIII, XII, XIII, XIV and XX.
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| Channel 1_Io|dBm/3,84 MHz ‑Channel 2_Io|dBm/3,84 MHz | ( 20 dB,
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Table 9.17

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	SFN-CFN observed time difference is on Band I, IV, VI, X, XI, XIX and XXI
	SFN-CFN observed time difference is on Band II, V and VII
	SFN-CFN observed time difference is on Band III, VIII, XII, XIII, XIV and XX
	SFN-CFN observed time difference is on Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-CFN observed time difference
	chip
	( 1
	-94...-50
	-92…-50
	-91…-50
	-93…-50


<Next section>

9.1.8.1.1
Measurement requirement 

The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.19 is valid under the following conditions:

CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV, VI, X, XI, XIX and XXI,

CPICH_RSCP1|dBm ( -113 dBm if CPICH_RSCP1 is on Band IX,

CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Band II, V and VII,

CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV, VI, X, XI, XIX and XXI,

CPICH_RSCP2|dBm ( -113 dBm if CPICH_RSCP2 is on Band IX,

CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on Band II, V and VII,

CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on Band III, VIII, XII, XIII, XIV and XX,
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is low enough to ensure successful SFN decoding.

Table 9.19

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	SFN-SFN observed time difference type1 is on Band I, IV, VI, X, XI, XIX and XXI
	SFN-SFN observed time difference type1 is on Band II, V and VII
	SFN-SFN observed time difference type1 is on Band III, VIII, XII, XIII, XIV and XX
	SFN-SFN observed time difference type1 is on Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50
	-92…-50
	-91…-50
	-93…-50


<Next section>

9.1.8.2.1
Intra frequency measurement requirement accuracy without IPDL period active

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.21 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,


CPICH_RSCP1,2|dBm ( -112 dBm for Band II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
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Table 9.21

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type2
	chip
	( 0.5
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.8.2.2
Intra frequency measurement requirement accuracy with IPDL period active

This requirement is valid only for UEs supporting IPDL measurements.

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.22 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX.


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
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Additionally the accuracy requirement in table 9.22 is also valid for neighbour cells for which the following conditions apply to during idle periods provided idle periods have a length of 1 slot:

CPICH_RSCPx,y|dBm ( -114 dBm.
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where x and y represent cells measured using idle periods and Io_idle-period is the total received power during the idle period.

NOTE:
Additional general conditions are needed for the requirements in table 9.22 to be valid.

Table 9.22

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type 2
	chip
	( 0.5
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.8.2.3
Inter frequency measurement requirement accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

The accuracy requirement in table 9.23 is valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1|dBm ( -113 dBm if CPICH_RSCP1 is on Band IX,


CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP2|dBm ( -113 dBm if CPICH_RSCP2 is on for Band IX,

CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on for Bands II, V and VII,


CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on for Band III, VIII, XII, XIII, XIV and XX,


| Channel 1_Io|dBm ‑Channel 2_Io|dBm | ( 20 dB,
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Table 9.23

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	SFN-SFN observed time difference type 2 is on Band I, IV, VI, X, XI, XIX and XXI
	SFN-SFN observed time difference type 2 is on Band II, V and VII
	SFN-SFN observed time difference type 2 is on Band III, VIII, XII, XIII, XIV and XX
	SFN-SFN observed time difference type 2 is on Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type 2
	chip
	( 1
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

9.1.9.1.1
Measurement requirement

Table 9.25

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	UE RX-TX time difference
	chip
	( 1.5
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

9.1.9.2.1
Measurement requirement

Table 9.27

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	UE RX-TX time difference
	chip
	( 1.0
	-94...-50
	-92…-50
	-91…-50
	-93...-50


<Next section>

A.9.1.1.1.1
Intra frequency test parameters

In this case all cells are on the same frequency. Both CPICH RSCP intra frequency absolute and relative accuracy requirements are tested by using test parameters in Table A.9.1.
Table A.9.1: CPICH RSCP Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3,84 MHz
	-77.54
	-59.98
	-97.47

	
	Band II, V, VII
	
	
	
	-95.47

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-94.47

	
	Band IX (Note 2)
	
	
	
	-96.47

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-83.5
	-87.5
	-60.98
	-69.88
	-107.47
	-114.0

	
	Band II, V, VII
	
	
	
	
	
	-105.47
	-112

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	-104.47
	-111

	
	Band IX (Note 2)
	
	
	
	
	
	-106.47
	-113

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3,84 MHz
	-71
	-50
	-94

	
	Band II, V, VII
	
	
	
	-92

	
	Band III, VIII, XX
	
	
	
	-91

	
	Band IX (Note 2)
	
	
	
	-93

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.1.1.2
Inter frequency test parameters

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. . CPICH RSCP inter frequency relative accuracy requirements are tested by using test parameters in Table A.9.2.
Table A.9.2: CPICH RSCP Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3,84 MHz
	-60.00
	-60.00
	-84.00
	-94.46

	
	Band II, V, VII
	
	
	
	-82.00
	-92.46

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-81.00
	-91.46

	
	Band IX (Note 2)
	
	
	
	-83.00
	-93.46

	Îor/Ioc
	dB
	9.54
	9.54
	0
	-9.54

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-60.46
	-60.46
	-94.0
	-114.0

	
	Band II, V, VII
	
	
	
	-92.0
	-112.0

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-91.0
	-111.0

	
	Band IX (Note 2)
	
	
	
	-93.0
	-113.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3,84 MHz
	-50.00
	-50.00
	-81.0
	-94.0

	
	Band II, V, VII
	
	
	
	-79.0
	-92.0

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-78.0
	-91.0

	
	Band IX (Note 2)
	
	
	
	-80.0
	-93.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


<Next section>

A.9.1.2.1.1
Intra frequency test parameters

In this case all cells are in the same frequency. Both CPICH Ec/Io absolute and relative accuracy requirements are tested by using test parameters in Table A.9.3

Table A.9.3: CPICH Ec/Io Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	.2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI,XIX, XXI
	dBm/ 3,84 MHz
	-56.98
	-89.07
	-94.98

	
	Band II, V, VII
	
	
	
	-92.98

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-91.98

	
	Band IX (Note 2)
	
	
	
	-93.98

	Îor/Ioc
	dB
	3.0
	3.0
	-2.9
	-2.9
	-9.0
	-9.0

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3,84 MHz
	-50
	-86
	-94

	
	Band II, V, VII
	
	
	
	-92

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-91

	
	Band IX (Note 2)
	
	
	
	-93

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.2.1.2
Inter frequency test parameters

In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. CPICH Ec/Io inter frequency relative accuracy requirements are tested by using test parameters in Table A.9.4.
Table A.9.4: CPICH Ec/Io Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3,84 MHz
	-52.22
	-52.22
	-87.27
	-87.27
	-94.46
	-94.46

	
	Band II, V, VII
	
	
	
	
	
	-92.46
	-92.46

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	-91.46
	-91.46

	
	Band IX (Note 2)
	
	
	
	
	
	-93.46
	-93.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3,84 MHz
	-50
	-50
	-86
	-86
	-94
	-94

	
	Band II, V, VII
	
	
	
	
	
	-92.0
	-92.0

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	-91.0
	-91.0

	
	Band IX (Note 2)
	
	
	
	
	
	-93
	-93

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.2.2
Test Requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in section 9.1.2. In case of the absolute intra -frequency CPICH_Ec/Io measurement and relative inter-frequency CPICH_Ec/Io measurement accuracy test cases the effect of assumed thermal noise and noise generated in the receiver (-99 dBm for frequency bands I, IV, VI, X, XI, XIX and XXI; -98 dBm for frequency band IX, -97dBm for frequency bands II, V and VII; and -96dBm for frequency band III) shall be added into the required accuracy. The test requirements for the absolute intra -frequency CPICH_Ec/Io measurement are defined in Section 9.1.2 as shown in Table A.9.4A. The test requirements for the relative inter-frequency CPICH_Ec/Io measurement are defined in Section 9.1.2 as shown in Table A.9.4B.

Table A.9.4A: CPICH_Ec/Io Intra-frequency absolute accuracy 

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3,84 MHz]

	CPICH_Ec/Io
	dB
	-2.7…1.5 for ‑14 ( CPICH Ec/Io
-3.2…2 for ‑16 ( CPICH Ec/Io < -14
-4.2…3 for ‑20 ( CPICH Ec/Io < -16
	-4.2…3
	-94...-87(Band I, IV, VI, X, XI, XIX, XXI)

-92…-85 (Band II, V, VII)

-91…-84 (Band III, VIII, XII, XIII, XIV, XX)

93…-86 (Band IX (Note 1))

	
	
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50(Band I, IV, VI, X, XI,  XIX, XXI)

-85…-50 (Band II, V, VII)

-84…-50 (Band III, VIII, XII, XIII, XIV, XX)

-86…-50 (Band IX (Note 1))

	NOTE1:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


Table A.9.4B: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm]

	CPICH_Ec/Io
	dB
	(2.7 for ‑14 ( CPICH Ec/Io
(3.2 for ‑16 ( CPICH Ec/Io < -14
(4.2 for ‑20 ( CPICH Ec/Io < -16
	( 4.2
	-94...-87(Band I, IV, VI, X, XI, XIX, XXI)

-92…-85 (Band II, V, VII)

-91…-84 (Band III, VIII, XII, XIII, XIV, XX)

-93…-86 (Band IX (Note 1))

	
	
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50 (Band I, IV, VI, X, XI, XIX, XXI)

-85…-50 (Band II, V, VII)

-84…-50 (Band III, VIII, XII, XIII, XIV, XX)

-86…-50 (Band IX (Note 1))

	NOTE 1:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<Next section>

A.9.1.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UTRA Carrier RSSI measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.3. In this case all cells are in different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. UTRA Carrier RSSI accuracy requirements are tested by using test parameters in Table A.9.5 for absolute accuracy and Table A.9.5.1 for relative accuracy. In the relative accuracy test, UTRA carrier RSSI measurements of neighbour cell 2 and neighbour cell 3 are reported to serving cell 1.

Table A.9.5: UTRA Carrier RSSI Inter frequency absolute accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV,VI, X, XI, XIX, XXI
	dBm/ 3,84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	
	Band II, V, VII
	
	
	
	
	
	-92.46
	-92.46

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	-91.46
	-91.46

	
	Band IX (Note 2)
	
	
	
	
	
	-93.46
	-93.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, IV,VI, X, XI, XIX, XXI
	dBm/ 3,84 MHz
	-50
	-50
	-69
	-69
	-94
	-94

	
	Band II, V, VII
	
	
	
	
	
	-92
	-92

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	-91
	-91

	
	Band IX (Note 2)
	
	
	
	
	
	-93
	-93

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


Table A.9.5.1: UTRA Carrier RSSI Inter frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell3
	Cell 1
	Cell 2
	Cell 3

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 3
	Channel 1
	Channel 2
	Channel 3
	Channel 1
	Channel 2
	Channel 3

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-
	-6
	-
	-
	-6
	-
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-0.94
	-2.56
	-0.94
	-0.94
	-2.56
	-0.94
	-0.94

	Ioc
	Band I, IV,VI, X, XI, XIX, XXI
	dBm/ 3,84 MHz
	-52.23
	-52.23
	-71.23
	-91.27
	-91.27
	-81.27
	-94.45
	-94.45
	-75.45

	
	Band II, V, VII
	
	
	
	
	
	
	
	-92.45
	-92.45
	-73.45

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	
	
	-91.45
	-91.45
	-72.45

	
	Band IX (Note 3)
	
	
	
	
	
	
	
	-93.45
	-93.45
	-74.45

	Îor/Ioc
	dB
	-1.75
	-1.75
	-1.75
	-4.7
	-4.7
	-4.7
	-9.54
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-14.0
	-16.0
	-16.0
	-16.0
	-20.0
	-20.0
	-20.0

	Io, 
Note 1
	Band I, IV,VI, X, XI, XIX, XXI
	dBm/ 3,84 MHz
	-50

(Note 2)
	-50
	-69
	-90 (Note 2)
	-90
	-80
	-94

(Note 2)
	-94
	-75

	
	Band II, V, VII
	
	
	
	
	
	
	
	-92

(Note 2)
	-92
	-73

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	
	
	
	
	-91

(Note 2)
	-91
	-72

	
	Band IX (Note 3)
	
	
	
	
	
	
	
	-93
(Note 2)
	-93
	-74

	Propagation condition
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
Io levels are not reported by the UE on cell 1.

NOTE 3:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose Cell 2 or Cell 3 in between the tests.


A.9.1.3.2
Test Requirements

The UTRA Carrier RSSI measurement accuracy shall meet the requirements in section 9.1.3. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for frequency bands I, IV,VI, X, XI, XIX, XXI; -98 dBm for frequency band IX; -97dBm for frequency bands II,V, VII; and -96dBm for frequency band III, VIII, XII, XIII, XIV) shall be added into the required accuracy defined in Section 9.1.3 as shown in Table A.9.5A and in Table A.9.5A1.

Table A.9.5A: UTRA Carrier RSSI absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3,84 MHz]

	UTRA Carrier RSSI
	dBm
	(4 (Note 1)
	(7 (Note 1)
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))

	
	dBm
	( 6 
	( 9
	-70...-50

	NOTE 1:
Impact from RF noise floor is test case dependent and has not been considered. Noise floor shall be considered in RAN WG5 test case.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


Table A.9.5A1: UTRA Carrier RSSI relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3,84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7 (Note 1)
	( 11(Note 1)
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))

	NOTE 1:
Impact from RF noise floor is test case dependent and has not been considered. Noise floor shall be considered in RAN WG5 test case.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<Next section>

A.9.1.4.1.1
Intra frequency test parameters

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.
In this case all cells are in the same frequency. Table A.9.6 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.6: SFN-CFN observed time difference Intra frequency test parameters
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/ 3,84 MHz
	Io ‑13.7 dB = Ioc, Note 1
	Io ‑13.7 dB = Ioc, Note 1

	Range 1
	Io
	dBm/3,84 MHz
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))
	-94…-70(Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))

	Range 2
	
	
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


A.9.1.4.1.2
Inter frequency test parameters

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.
In this test case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. Table A.9.7 defines the limits of signal strengths and code powers, where the requirement is applicable.

Table A.9.7: SFN-CFN observed time difference Inter frequency tests parameters
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.1
	10.1

	Ioc
	dBm/ 3,84 MHz
	Io ‑10.6 dB = Ioc, Note 1
	Io ‑10.6 dB = Ioc, Note 1

	Range 1
	Io
	dBm/ 3,84 MHz
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))

	Range 2
	
	
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XX)

-93…-50 (Band IX (Note 2))
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XX)

-93…-50 (Band IX (Note 2))

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted in each carrier frequency according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<Next section>

A.9.1.5.1.1
Test Purpose and Environment

The purpose of this test is to verify that the SFN-SFN observed time difference type 1 measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.8.1.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

In this case all cells are in the same frequency. Table A.9.8 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.8: SFN-SFN observed time difference type 1 Intra frequency test parameters 
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	S-CCPCH_Ec/Ior
	dB
	-12
	-12

	OCNS
	dB
	-1.29
	-1.29

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/ 3,84 MHz
	Io ‑13.7 dB = Ioc, Note 1
	Io ‑13.7 dB = Ioc, Note 1

	Range 1
	Io
	dBm/3,84 MHz
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 2))

	Range 2
	
	
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<Next section>

A.9.1.5.2.1
Test Purpose and Environment

The purpose of this test is to verify that the SFN-SFN observed time difference type 2 measurement accuracy without IPDL period active is within the specified limits. This test will verify the requirements in section 9.1.8.2.

During the test the time difference between Cell 1 and 2 can be set to value from ‑1279.75 to 1280 chips.

In this case all cells are in the same frequency. Table A.9.9 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.9: SFN-SFN observed time difference type 2 Intra frequency test parameters 
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/ 3,84 MHz
	Io ‑13.7 dB = Ioc, Note 1
	Io ‑13.7 dB = Ioc, Note 1

	CPICH_Ec/Io, Note 2
	dB
	-13.2
	-13.2

	Range 1
	Io
	dBm/3,84 MHz
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 3))
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-70 (Band II, V, VII)

-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

-93…-70 (Band IX (Note 3))

	Range 2
	
	
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 3))
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 3))

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
Io and CPICH Ec/Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 3:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<Next section>

A.9.1.6.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE Rx-Tx time difference type 1 measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.9.1

The connection is started using cell 1, then cell 2 is added to the active set so that cell 1 is the timing reference. During the test the downlink DPCH time difference between Cell 1 and 2 can be set to any value from ‑148 to 148 chips.
Table A.9.11 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.11: UE Rx-Tx time difference type 1 intra frequency test parameters
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	Downlink DPCH timing
	Chips
	Timing reference
	From reference timing -148 to reference timing+148 

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/3,84 MHz
	Io -13.7 dB = Ioc, Note 1
	Io-13.7 dB = Ioc, Note 1

	Io
	dBm/3,84 MHz
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

 -91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-92…-50 (Band II, V, VII)

-93…-50 (Band IX (Note 2))

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<Next section>

A.9.1.6.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE Rx-Tx time difference type 2 measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.9.2.

The connection is started using cell 1, then cell 2 is added to the active set so that cell 1 is the timing reference.During the test the downlink DPCH time difference between Cell 1 and 2 can be set to any value from ‑148 to 148 chips.
Table A.9.12 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.12: UE Rx-Tx time difference type 2 intra frequency test parameters 
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	Downlink DPCH timing
	Chips
	Timing reference
	From reference timing -148 to reference timing+148 

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
[image: image26.wmf]
	dB
	10.5
	10.5

	Ioc
	dBm/ 3,84 MHz
	Io -10.9 dB = Ioc, Note 1
	Io-13.7 dB = Ioc, Note 1

	Io
	dBm/ 3,84 MHz
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)

-92…-50 (Band II, V, VII)

-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

-93…-50 (Band IX (Note 2))

	Propagation condition
	-
	AWGN

	NOTE1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


<End of change>
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