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1 Introduction
1.28Mcps TDD Home NodeB WI have been approved in RAN Plenary #46(1 - 4 Dec. 2009). 
This contribution contains the text proposal on change of performance requirements of 1.28Mcps TDD Home NodeB in 25.105 based on approved TR25.866.
2 Proposal
It is proposed that the following text proposal on performance requirements of 1.28Mcps TDD Home NodeB is approved.
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3 Text Proposal for TR 25.xxx
--- Begin Text Proposal ---
6.1.3 Changes on demodulation characteristics
To Multi-path Fading environment shown in Table B.2 of 25.105, case 1 is recommended for 1.28Mcps TDD Home NodeB demodulation.

To Propagation Conditions for Multipath Fading Environments for E-DCH Performance Requirements for 1,28 Mcps TDD shown in Table B.2A of 25.105 , ITU Pedestrian A speed 3km/h (PA3)，ITU Pedestrian B speed 3km/h (PB3) and ITU vehicular A speed 30km/h (VA30) are suitable to 1.28Mcps TDD Home NodeB.
To Parameters in static propagation conditions and multipath Case 1 channel, Ioc will be changed according to sensitivity of Home NodeB.
Table 6.1.3-1 Changes on demodulation requirements to TS 25.105

	Section
	Requirement
	Discussion / Required Changes

	8.2
	Demodulation of DCH in static propagation conditions
	The requirement is applied to Home NodeB.
Correspondingly, Ioc will be modified according to sensitivity of Home NodeB.


	8.3.1
	Multipath fading case 1
	The requirement is applied to Home NodeB.
Correspondingly, Ioc will be modified according to sensitivity of Home NodeB.

	8.3.2
	Multipath fading case 2
	The requirements shall not be applied to Home NodeB.

	8.3.3
	Multipath fading case 3
	

	8.3A
	Demodulation of DCH in high speed train conditions
	

	8.4
	Demodulation of E-DCH FRC in multipath fading conditions
	Requirements in ITU Pedestrian A speed 3km/h (PA3)，ITU Pedestrian B speed 3km/h (PB3) and ITU vehicular A speed 30km/h (VA30) are applied to Home NodeB.
Correspondingly, Ioc will be modified according to sensitivity of Home NodeB.

	8.5
	Performance of ACK detection for HS-SICH
	Only requirements in static propagation conditions or multipath fading case 1 are applied to Home NodeB.
Correspondingly, Ioc will be modified according to sensitivity of Home NodeB.


--- End Text Proposal ---

