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1 Introduction

The text proposals in [1] to [18] were in principle agreed at RAN4 AH#2 or e-mail approved after the ad hoc. They are now also incorporated in the attached updated version 0.4.0 of the MSR test specification TS 37.141. 
Several corrections of editorial nature are also introduced in version 0.4.0 of which major ones are listed below:
	Reference
	Correction

	Clause 4.6.2
	Reference to SM.329 should be [13]

	Figure 4.11.7.1-1 and 4.11.7.2-1
	Incorrect formatting of caption is corrected.

	Table 6.6.2.5.1-1
	Caption should state both BC1 and BC3.

	Table 6.6.2.5.2-1
	NOTE 1: Reference should be to "6.6.2.5.2-2"

	Clause 6.7.5
	Statement on 3rd and 5th order IM applies for all three requirements (aligned with TS 37.104) . 

	Clause 7
	References to TS 37.141 (present specification) are removed.

	Clause 7.5.1
	The sentence "The interfering signal shall be as specified in Annex A." is deleted, since the interfering signal is a CW.

	Clause 7.6.5
	Brackets on the excluded range are deleted.

	Table 7.4.5.5-1
	+/- added to frequency offsets

	Clause 7.7.5.1, 7.7.5.2, 7.7.5.3
	The word "Minimum" is deleted from the title

	Clause 7
	Reference to clause 7.2 fore REFSENS is done to the present spec (TS 37.141), not to TS 37.104.

	General
	Brackets [] are removed on references to clauses that are now included in TS 37.141.


2 Proposal

It is proposed that the attached updated 3GPP TS 37.141 v0.4.0 (2010-04) is approved.
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