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1. Overall description
During RAN5#46, a new test in clause 8.1.4 was introduced in TS 36.521-3 contribution R5-100873 which was agreed. The purpose of the contribution was to develop the E-UTRAN FDD – FDD cell search in AWGN propagation conditions with DRX when L3 filtering is used test. The test scenarios necessitate performing cell search with DRX when L3 filtering is used in AWGN propagation conditions and where the UE makes a correct reporting of event A3. 
RAN5 had questions about whether the test should be developed for E-UTRAN FDD – FDD Intra Frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used or E-UTRAN FDD – FDD Inter Frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used. RAN5 had questions because the test was introduced in A.8.1 under E-UTRAN FDD Intra – frequency measurements but the title states it is E-UTRAN FDD – FDD inter-frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used without a gap pattern ID defined in Table A.8.1.4.1-1 but with two FDD carrier frequencies 1 & 2 used.
RAN5 have taken the assumption that the test should be E-UTRAN FDD – FDD Intra Frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used.
2. Actions: 

TSG WG RAN5 kindly asks TSG WG RAN4 to provide feedback to the following:

1. Whether the test in A.8.1.4 in spec 36.133 clause A.8.1 E-UTRAN FDD Intra-Frequency Measurements should be E-UTRAN FDD – FDD Intra Frequency or E-UTRAN FDD – FDD Inter Frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used 

2. When RAN4 has made the necessary changes for E-UTRAN FDD – FDD cell search in AWGN propagation conditions with DRX when L3 filtering is used test
Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #47
10 – 14 May 2010

Canada
TSG-RAN WG5 Meeting #48
23 – 27 Aug 2010

Madrid
References:
[1]
R4-092175, “Test case for layer 3 filtering in DRX “, NTT DOCOMO.

[2]
R4-092240, “Considerations on L3 filter scaling when DRX is used”, Samsung.

[3]
R4-093922, “Introduction of E-UTRAN DRX intra-frequency cell search test cases with the filter coefficients for L3 filtering”, NTT DOCOMO. 

[4]
R4-094353, “Testing L3 filter in DRX”, Nokia.

[5]
R4-094741, “Introduction of cell search test case in DRX to verify L3 filtering”, Nokia, NTT DOCOMO.

[6]
3GPP TS 36.133, “Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management”.

[7]
3GPP TS 36.521-3, “Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment conformance specification; Radio transmission and reception; Part 3: Radio Resource Management”.
