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1.
Introduction

In RAN#47, a new work item (WI) “Adding L-Band LTE for ATC of MSS in North America was approved [1].  The target completion date of the core part of this WI is RAN#50 (December 2010). The work has started in RAN4 #55, and a Technical Report (TR) has been created to collect appropriate information regarding the WI [2]. 
For the L_Band_LTE_ATC_MSS TR, a list of the proposed changes to the 25.461 [3] and 25.466 [4] technical specifications has been distributed [5].
2.
Introduction
In Section 5 of the TR [2] discussing the required changes, new subsections are required to accommodate the E-UTRA specifications affected by Work Item.  These sub-sections are added for 25.461 and 25.466.

For the 25.461 specification, within the subsection 4.3.7 on “Operating bands”, the appended frequency band would be added to Table 4.3.7.1.  For 25.466, the comparable and similar addition is performed within Annex B, Table B.2-1.

Using the currently-defined operating band number sequence within these specifications, the newly-proposed band could be referred as “Band 24”, but this is shown as provisional (in square brackets) within the TR pending later assignment.
3.
Text Proposal

It is proposed to add the following text to the L_Band_LTE_ATC_MSS TR in line with RAN4 agreements:
<Start of change>

5
Specific BS RF requirements

5.3.6
UTRAN requirements

5.3.6.1
Required changes to TS 25.461

In TS 25.461, section 4.3.7 “Operating bands” and the corresponding Table 4.3.7.1 “Frequency bands” of TS 25.461 require alteration to accommodate the new L_Band_LTE_ATC_MSS frequency band parameters, as follows.  (Section 6.8 of the TR for the work item summarizes these changes.)
Table 4.3.7.1:  Frequency bands

	UTRA Operating Band
	E-UTRA Operating Band
	UL operating band
UE transmit, BS receive
	DL operating band
UE receive, BS transmit

	 – 
	[24]
	[1626.5] – [1660.5] MHz
	[1525] –
 [1559] MHz


5.3.6.2
Required changes to TS 25.466

In TS 25.466, Annex B “Assigned fields for additional data” and the corresponding Table B.2-1 “Coding for operating bands in field 0x08” of TS 25.466 require alteration to accommodate the new L_Band_LTE_ATC_MSS frequency band parameters, as follows.  (Section 6.9 of the TR for the work item summarizes these changes.)
Table B.2-1: Coding for operating bands in field 0x08

	Bit no
	15
	14…10
	9
	8
	7
	6
	5
	4
	3
	2
	1
	0

	Operating band
	Res.
	Spare
	XXIV
	-
	-
	XXI
	XX
	XIX
	XVIII
	XVII
	Res.
	Res.


<End of change>
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