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1.
Introduction

In RAN#47, a new work item (WI) Adding L-Band LTE for ATC of MSS in North America was approved [1]. The target completion date of the core part of this WI is RAN#50 (December 2010). The work has started in RAN4#55, and a Technical Report (TR) has been created to collect appropriate information regarding the WI [2]. This document provides a text proposal to the TR on the work plan to complete the WI as scheduled.
2.
Text Proposal
In order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements.  In order for Band 24, which is release independent and being developed as part of Release 10, to support E-UTRA UE’s conforming to earlier releases, a clause needs to be added to TS 36.307 to include extra requirements as necessary.  

Also, it is necessary to add a new sub-section 5.1.5 to the TR [2] to include this new information.
<Start of change>

5.1.5      Band Release Independence
Band 24 is specified in Release 10, but is defined as a release-independent frequency band. This approach aligns the Band 24 band with other frequency bands when considering features that have to be supported in different releases.

UEs that conform to Release 8 and support Band 24 shall support the following requirements in Release 9.  
The UE shall comply with the Release 9 RF requirements for Band 24 specified in TS 36.101 as indicated in Table 5.1.5-1.  These new requirements should be added as a new section of TS 36.307 v8.0.0 [3].
Table 5.1.5-1: RF Requirements for Band 24 UE 

	Section / Clause
	Description

	5.5
	Operating bands

	5.6
	Channel bandwidth

	5.7
	Channel arrangement

	6.2
	Transmit power

	6.3
	Output power dynamics 

	6.6
	Output RF spectrum emissions

	6.7
	Transmit intermodulation

	7.3
	Reference sensitivity power level

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity (ACS)

	7.6
	Blocking characteristics

	7.7
	Spurious response

	7.8
	Intermodulation characteristics


The UE shall comply with the following RRM requirements for Band 24 specified in TS 36.133 as indicated in Table 6.7-2:
Table 6.7-2: RRM Requirements for Band 24 UE

	Section / Clause
	Description

	4
	E-UTRAN RRC_IDLE state mobility

	8
	UE Measurements Procedures in RRC_CONNECTED State

	9
	Measurement Performances for UE.


3.
Summary
This contribution outlines the release-independent frequency band requirements for Band 24.  It is proposed to adopt the provided text proposal into the TR [2].
<End of change>
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