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Introduction

Discussion on relay coexistence study has been going on in RAN4 during the past few meetings. 

In this contribution we resubmit the performance model in [1] as a separate TP since this part hopefully is not controvercial.

Proposal

It is proposed that the attached text proposal is include in the LTE Relay TR [2].
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6.9
Performance measures

The standard shifted truncated Shannon limits defined in Annex A.2 of TS36.942 [5] are employed as the benchmark against which the co-existence performance of relay nodes is to be evaluated.

The following equations approximate the throughput over a channel with a given SNR, when using link adaptation:
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Where:
S(SNIR) is the Shannon bound: 
S(SNIR) = log2(1+SNIR)  bps/Hz

(



Attenuation factor, representing implementation losses

SNRMIN  
Minimum SNIR of the codeset, dB

ThrMAX 
Maximum throughput of the codeset, bps/Hz

SNIRMAX  SNIR at which max throughput is reached S-1(ThrMAX), dB

The parameters α, SNRMIN and THRMAX can be chosen to represent different modem implementations and link conditions. The parameters Table 6.9.1 represent a baseline case, which assumes: 

-
1:2 antenna configurations

-
Typical Urban fast fading channel model (10kmph DL, 3kmph UL) 

-
Link Adaptation 

-
Channel prediction

-
HARQ

Table 6.9-1 Parameters describing baseline Link Level performance for E-UTRA Co-existence simulations
	Parameter
	DL
	UL
	Notes

	α, attenuation 
	0.6
	0.4
	Represents implementation losses

	SNIRMIN, dB

	10

	10

	Based on QPSK, 1/8 rate (DL) & 1/5 rate (UL)

	ThruMAX, bps/Hz
	4.4
	2.0
	Based on 64QAM 4/5 (DL) & 16QAM 3/4 (UL)


Table 6.9-1 illustrates the parameters for the baseline E-UTRA DL and UL. Table 6.9-2 shows the resulting look up table, which is plotted in Figure 6.9-1. Table 6.9-2 gives throughput in terms of spectral efficiency (bps per Hz).
[image: image2.wmf] 

0

1

2

3

4

5

-15

-10

-5

0

5

10

15

20

25

SNIR, dB

Throughput, bps/Hz

Shannon

DL

UL


Figure 6.9-1 Throughput vs SNR for Baseline E-UTRA Coexistence Studies
Table 6.9-2 Look-Up-Table of UL and DL Throughput vs. SNIR for Baseline E-UTRA Coexistence Studies
	SNIR

[dB]
	Throughput 

[bps/Hz]

	
	DL
	UL

	-11
	0
	0

	-10
	0.08
	0.06

	-9
	0.10
	0.07

	-8
	0.13
	0.08

	-7
	0.16
	0.10

	-6
	0.19
	0.13

	-5
	0.24
	0.16

	-4
	0.29
	0.19

	-3
	0.35
	0.23

	-2
	0.42
	0.28

	-1
	0.51
	0.34

	0
	0.60
	0.40

	1
	0.71
	0.47

	2
	0.82
	0.55

	3
	0.95
	0.63

	4
	1.09
	0.72

	5
	1.23
	0.82

	6
	1.39
	0.93

	7
	1.55
	1.04

	8
	1.72
	1.15

	9
	1.90
	1.26

	10
	2.08
	1.38

	11
	2.26
	1.51

	12
	2.44
	1.63

	13
	2.63
	1.76

	14
	2.82
	1.88

	15
	3.02
	2.00

	16
	3.21
	2.00

	17
	3.41
	2.00

	18
	3.60
	2.00

	19
	3.80
	2.00

	20
	3.99
	2.00

	21
	4.19
	2.00

	22
	4.39
	2.00

	23
	4.40
	2.00
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