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1. Background
The technical report of the study item to introduce a UMTS/LTE band definition for the Extended 850 MHz frequency band (referred as “E850”) is being developed [1].  Technical discussions, recommendations, and justifications have been introduced into the TR.
A list of the proposed changes to the current MSR specifications [2]‑[4] supporting E850, resulting from the technical material, is needed for the technical report.

2. Notes

An overview of the potential changes needed to each affected MSR TS set is provided in the included text proposal.  The identified affected TSs are 37.104 [2], 37.113 [3], and 37.141 [4].  Other affected TSs may be identified later and are not precluded.  For the indicated affected sections and requirements, guidance is provided for appropriate evaluation to determine if changes or exceptions are needed; there may be no affect or change needed for specified line items, and this determination is left for further study.
The newly-proposed band has been identified to occupy 806‑849 MHz for the uplink and 851‑894 MHz for the downlink, but these values have not yet been finalized and are subject to final agreement and assignment.  These values have been provided for guidance on recommended numbers for certain requirements.
3. Proposal

It is proposed to add text to the E850 TR in line with RAN4 agreements.
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9.
Summary of changes to E-UTRA specifications
9.8
Required changes to TS 37.104
In order to implement the E850 new band into the E-UTRA MSR TS 37.104, the required changes are shown in Table 9.8-1.
Table 9.8-1: Required changes in TS 37.104

	Section
	Description
	Required Changes in TS 37.104

	4.5
	Operating bands and band categories
	A new row is expected to be added in Table 4.5-2. 

	6.6.1.3.1
	BS spurious emissions limits for co-existence with systems operating in other frequency bands
	A new row is expected to be added in Table 6.6.1.3.1-1. It is proposed to evaluate the appropriate requirement of the new band for BS spurious emissions limits for co-existence with systems operating in other frequency bands. 

	6.6.1.4.1
	BS spurious emissions limits for BS co-located with another BS
	A new row is expected to be added in Table 6.6.1.4.1-1. It is proposed to evaluate the appropriate requirement of the new band for BS spurious emissions limits for co-located with another BS.

	7.4.1
	General blocking minimum requirement
	It is proposed to evaluate the appropriate general blocking minimum requirement for the new band and make corresponding changes in Table 7.4.1-1. 

	7.4.5
	Additional BC3 blocking minimum requirement
	It is proposed to evaluate the appropriate additional BC3 blocking minimum requirement for the new band and make corresponding changes in Table 7.4.5-1.

	7.5.1
	General minimum requirement for out-of-band blocking
	It is proposed to evaluate the appropriate out-of-band blocking requirement for when co-located with BS in other frequency bands for the new band and make corresponding changes in Table 7.5.1-1.

	7.5.2
	Co-location minimum requirement for out-of-band blocking
	A new row is expected to be added in Table 7.5.2-1. It is proposed to evaluate the appropriate out-of-band blocking performance requirement for the new band.


9.9
Required changes to TS 37.113
In order to implement the E850 new band into the E-UTRA MSR TS 37.113, the required changes are shown in Table 9.9-1.
Table 9.9-1: Required changes in TS 37.113

	Section
	Description
	Required Changes in TS 37.113

	4.4.2
	Receiver exclusion band
	A new row is expected to be added in Table 4.4-3


9.10
Required changes to TS 37.141
In order to implement the E850 new band into the E-UTRA MSR TS 37.141, the required changes are shown in Table 9.10-1.
Table 6.13-1: Required changes in TS 37.141

	Section
	Description
	Required Changes in TS 37.141

	4.4
	Operating bands and band categories
	A new row is expected to be added in Table 4.4-2. 

	6.6.1.5.5
	Additional spurious emissions requirement for co-existence with systems operating in other frequency bands
	A new row is expected to be added in Table 6.6.1.5.5-1. It is proposed to evaluate the appropriate requirement of the new band for additional spurious emissions limits for co-existence with systems operating in other frequency bands. 

	6.6.1.5.6
	Spurious emissions limits for BS co-located with another BS
	A new row is expected to be added in Table 6.6.1.5.6-1. It is proposed to evaluate the appropriate requirement of the new band for BS spurious emissions limits for co-located with another BS.

	7.4.5.1
	General blocking test requirement
	It is proposed to evaluate the appropriate general blocking test requirement for the new band and make corresponding changes in Table 7.4.5.1-1. 

	7.4.5.5
	Additional BC3 blocking test requirement
	It is proposed to evaluate the appropriate additional BC3 blocking test requirement for the new band and make corresponding changes in Table 7.4.5.5-1.

	7.5.5.1
	General minimum requirement for out-of-band blocking
	It is proposed to evaluate the appropriate out-of-band blocking requirement for when co-located with BS in other frequency bands for the new band and make corresponding changes in Table 7.5.5.1-1. 

	7.5.5.2
	Co-location test  requirement 
	A new row is expected to be added in Table 7.5.5.2-1. It is proposed to evaluate the appropriate co-location test requirement for when co-located with BS in other frequency bands for the new band.
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