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1.
Introduction

In RAN#47, a new work item (WI) Adding 2 GHz band LTE for ATC of MSS in North America was approved [1]. An updated WIDS was submitted to include TS36.307, TS25.101, TS25.104, TS25.141, TS37.104, and TS37.141 in the list of affected specifications [2]. A Technical Report (TR) has been created to collect appropriate information regarding the WI [3]. This document provides a text proposal to the TR on required changes for TS25.101, TS25.104, TS25.141, TS37.104, and TS37.141 for this band, as well as updates for required changes for TS36.133.
2.
Text Proposal
<Start of change>

6.5

Required changes to TS 36.133

Required changes in TS36.133 are shown in Table 6.5-1.

Table 6.5-1: Required changes for TS36.133

	Clause
	Description
	Description of change

	4.2.2.3
	Measurements of intra-frequency E-UTRAN cells
	Add the band to the band list for RSRP and SCH_RP.

	4.2.2.4
	Measurements of inter-frequency E-UTRAN cells
	Add the band to the band list for RSRP and SCH_RP.

	8.1.2.2
	E-UTRAN intra frequency measurements
	Add the band to the band list for SCH_RP.

	8.1.2.3
	E-UTRAN inter frequency measurements
	Add the band to the band list for RSRP and SCH_RP.

	8.1.2.5
	E-UTRAN OTDOA Intra-Frequency RSTD Measurements
	Add the band to the band list for PRP.

	8.1.2.6
	E-UTRAN Inter-Frequency OTDOA Measurements
	Add the band to the band list for PRP.

	9.1.2
	Intra-frequency RSRP Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.3
	Inter-frequency RSRP Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.5
	Intra-frequency RSRQ Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.6
	Inter-frequency RSRQ Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.9
	UE Rx – Tx time difference
	Add the band to the band list for RSRP.

	9.1.10
	Reference Signal Time Difference (RSTD)
	Add the band to the band list for PRP.

	A.9.1.1
	(RSRP) FDD Intra frequency case
	Add the band to the band list for Noc, RSRP, and Io.

	A.9.1.3
	(RSRP) FDD—FDD Inter frequency case
	Add the band to the band list for Noc, RSRP, and Io.

	A.9.2.1
	(RSRQ) FDD Intra frequency case
	Add the band to the band list for Noc, RSRP, RSRQ, and Io.

	A.9.2.3
	(RSRQ) FDD—FDD Inter frequency case
	Add the band to the band list for Noc, RSRP, RSRQ, and Io.


<Next changed section>

6.10

Required changes to TS 25.101

Required changes in TS25.101are shown in Table 6.10-1.

Table 6.10-1: Required Changes for TS25.101
	Clause
	Description
	Description of change

	6.6.3
	Spurious emissions
	Add the band DL frequency range into Tables 6.13 and 6.13A for UTRA Band II, IV, V, X, XII, XIII and XIV.


6.11

Required changes to TS 25.104

Required changes in TS25.104 are shown in Table 6.11-1.

Table 6.11-1: Required Changes for TS25.104

	Clause
	Description
	Description of change

	6.6.3.3
	Co-existence with other systems in the same geographical area
	Add a new row for the band into Table 6.11.

	6.6.3.4
	Co-existence with co-located and co-sited base stations
	Add a new row for the band into Tables 6.12 and 6.14.

	6.6.3.9
	Co-existence with Home BS operating in other bands
	Add a new row for the band into Tables 6.20.

	7.5.2
	Minimum Requirement - Co-location with GSM900, DCS 1800, PCS1900, GSM850, UTRA FDD and/or E-UTRA FDD
	Add a new row for the band into Tables 7.5C and 7.5E.


6.12

Required changes to TS 25.141
Required changes in TS25.141 are shown in Table 6.12-1.

Table 6.12-1: Required Changes for TS25.141
	Clause
	Description
	Description of change

	6.5.3.7.4
	Co-existence with other systems in the same geographical area
	Add a new row for the band into Table 6.38.

	6.5.3.7.5
	Co-existence with co-located and co-sited base stations
	Add a new row for the band into Tables 6.39 and 6.41.

	6.5.3.7.10
	Co-existence with Home BS operating in other bands
	Add a new row for the band into Tables 6.47.

	7.5.5
	Blocking characteristics - Test Requirements
	Add a new row for the band into Tables 7.4N and 7.4Q.


6.13

Required changes to TS 37.104

Required changes in TS37.104 are shown in Table 6.13-1.

Table 6.13-1: Required Changes for TS37.104

	Clause
	Description
	Description of change

	6.6.1.3
	Additional spurious emissions requirements
	Add a new row for the band into Table 6.6.1.3.1-1.

	6.6.1.4
	Co-existence with co-located and co-sited base stations
	Add a new row for the band into Table 6.6.1.4.1-1.

	7.5.2
	Co-location minimum requirement
	Add a new row for the band into Table 7.5.2-1.


6.14

Required changes to TS 37.141
Required changes in TS37.141 are shown in Table 6.14-1.

Table 6.14-1: Required Changes for TS37.141
	Clause
	Description
	Description of change

	6.6.1.5.5
	Additional spurious emission requirements
	Add a new row for the band into Table 6.6.1.5.5-1.

	6.6.1.5.6
	Co-location with other Base Stations
	Add a new row for the band into Table 6.6.1.5.6-1.

	7.5.5.2
	Co-location test requirements
	Add a new row for the band into Table 7.5.5.2-1.


<End of change>

References

[1]
RP-100376, “Adding 2 GHz band LTE for ATC of MSS in North America”, TerreStar Networks, DBSD.
[2]
R4-104119, “Updated work item description for S_Band_LTE_ATC_MSS work item”, TerreStar Networks, DBSD.

[3]
RP-100804, “3GPP TR 36.811 v1.0.0 (2010-09) Add 2 GHz band LTE for ATC of MSS in North America Work Item Technical Report”, TerreStar Networks.























































































