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	Band XII channel arrangement correction 
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4.3.7
Operating bands

A UTRA/FDD BS, UTRA/TDD BS, E-UTRA BS or antenna modem is designed to operate in one or several of the following frequency bands:

Table 4.3.7.1: Frequency bands

	UTRA Operating Band
	E-UTRA Operating Band
	UL operating band
UE transmit, BS receive
	DL operating band
UE receive, BS transmit

	I
	1
	1920 – 1980 MHz
	2110 – 2170 MHz

	II
	2
	1850 –1910 MHz
	1930 – 1990 MHz

	III
	3
	1710 – 1785 MHz
	1805 – 1880 MHz

	IV
	4
	1710 – 1755 MHz
	2110 – 2155 MHz

	V
	5
	824 – 849 MHz
	869 – 894 MHz

	VI
	6
	830 – 840 MHz
	875 – 885 MHz

	VII
	7
	2500 – 2570 MHz
	2620 – 2690 MHz

	VIII
	8
	880 – 915 MHz
	925 – 960 MHz

	IX
	9
	1749.9 – 1784.9 MHz
	1844.9 – 1879.9 MHz

	X
	10
	1710 – 1770 MHz
	2110 – 2170 MHz

	XI
	11
	1427.9 - 1447.9 MHz
	1475.9 - 1495.9 MHz

	XII
	12
	699 – 716 MHz
	729 – 746 MHz

	XIII
	13
	777 – 787 MHz
	746 – 756 MHz

	XIV
	14
	788 – 798 MHz
	758 – 768 MHz

	
	…
	
	

	N/A
	17
	704 – 716 MHz
	734 – 746 MHz

	
	…
	
	

	a)
	33
	1900 –
1920 MHz
	1900 –
1920 MHz

	a)
	34
	2010 – 2025 MHz
	2010 – 2025 MHz

	b)
	35
	1850 – 1910 MHz
	1850 – 1910 MHz

	b)
	36
	1930 –
 1990 MHz
	1930 –
 1990 MHz

	c)
	37
	1910 –
 1930 MHz
	1910 –
 1930 MHz

	d)
	38
	2570 –
 2620 MHz
	2570 –
 2620 MHz

	f)
	39
	1880 –
 1920 MHz
	1880 –
 1920 MHz

	e)
	40
	2300 –
 2400 MHz
	2300 –
 2400 MHz


The operating bands of the BS modem or antenna modem shall be declared by the manufacturer.
--- End of changes ---
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