Page 1



TSG-RAN Working Group 4 (Radio) meeting #57 
 R4-104860
 Jacksonville, Fl., USA, 15 – 19 November 2010


Source:
NTT DOCOMO
Title:
TP for TR 36.807: Maximum output power for intra-band CA
Agenda item:
5.1.1.2
Document for:
Approval
1
Introduction
In this contribution we present an update of the proposal in [1] of maximum output power for intra-band CA. 

2
Discussion and Proposal
In [1], three proposals were raised as follows in RAN4#57.

· Proposal 1: The tolerance of MOP for Band 1 should be +2dB/-2dB for intra band contiguous CA.
· Proposal 2: The tolerance of MOP should be studied on each operating band basis.
· Proposal 3: The above study should be studied based on the state of art duplexers at the time of the introduction of the bands.
During the meeting, the proposals 1 and 2 were approved as a way forward. Thus, here we propose to include the proposal 1 into Annex B of TR 36.807. 
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TEXT PROPOSAL:

<Start of text proposal for Annex B: Clause 6.2.2>

6.2.2
 UE Maximum Output Power

The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.2-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±2
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	
	
	
	
	23
	±2[2]
	
	

	21
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2:      For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 
Note 3:      For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.
Note 4:
PPowerClass is the maximum UE power specified without taking into account the tolerance


6.2.2A
 CA UE Maximum Output Power

The following UE Power Classes define the maximum output power for any transmission bandwidth within the carrier aggregation channel bandwidth. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.2A-1: CA UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1C
	
	
	
	
	23
	+2/-2
	
	

	CA_40C
	
	
	
	
	23
	+2/[-2]
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2:      For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

Note 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

Note 4: 
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).



<End of text proposal for Annex B: Clause 6.2.2>
























































































































































































































































































































































































































































































