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6.6.3.3.1 
Minimum requirement (network signalled value "NS_05")

When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. 

Table 6.6.3.3.1-1: Additional requirements (PHS)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6*1
	-41
	-41
	-41
	-41
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	300 KHz

	Note

1. Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6 MHz) + 4 MHz + the Channel BW assigned, where Channel BW is as defined in Subclause 5.6. Operations below this point are for further study.
2. Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned, where Channel BW is as defined in Subclause 5.6. Operations below this point are for further study.


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (300 kHz).

6.6.3.3.2 
Minimum requirement (network signalled value “NS_07”)

When “NS_07” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.2-1. 

Table 6.6.3.3.2-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz
	

	769 ≤ f  ≤ 775
	-57
	6.25 kHz

	Note

1. In the case of a time average measurements [20]ms shall be used per sample point to determine compliance to this emission limit
2. In the case of a trace average measurement [20] numbers of trace averages in log domain shall be used to determine compliance to this emission limit


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (6.25 kHz).

6.6.3.3.3 
Minimum requirement (network signalled value “NS_08”)
















































































































