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1 Introduction
The receiver and transmitter requirement for non-contiguous MSR was discussed in previous RAN4 meeting [1] [2]. In this contribution, text proposal on regional requirements for TR 37.802 was provided. No changes are foreseen in 37.104.
2 Discussion
In Table 4.4-1 of Rel-9 core specification TS37.104, the requirements that may be applied different in different regions are listed.

In order to minimize the changes in TS 37.104 for MSR BS supporting non-contiguous spectrum deployment, it is proposed to define some additional specified requirement for MSR BS supporting non-contiguous spectrum operation and then the document structure and even the sub-clause number can keep unchanged, which is discussed in [4]. With this assumption, we propose to revisit the regional requirement listed in 37.104 to see if there are needed changes.
Table 1 List of regional requirements
	Clause number
	Requirement
	Comment

	4.5
	Operating bands and Band Categories
	No changes

This is independent of contiguous or non-contiguous MSR

	6.2.2
	Base station output power
	No changes
This applies in Japan for BS operating in band 34.

	6.6.1.1
	Mandatory requirements (spurious emissions)
	No changes
This is independent of contiguous or non-contiguous MSR

	6.6.1.3
	Additional spurious emissions requirements
	No changes
This is independent of contiguous or non-contiguous MSR

	6.6.1.3
	Additional spurious emissions requirements
	No changes
This is independent of contiguous or non-contiguous MSR

	6.6.1.4
	Co-location (spurious emissions)
	No changes 
This is independent of contiguous or non-contiguous MSR

	6.6.2.4.1
	Additional requirement (Operating band unwanted emissions)
	No changes
This is independent of contiguous or non-contiguous MSR

	6.6.2.4.2
	Unsynchronized operation for BC3 (Operating band unwanted emissions)
	No changes

This is TDD requirements

	6.6.2.4.3
	Protection of DTT (Operating band unwanted emissions)
	No changes
This is independent of contiguous or non-contiguous MSR

	6.6.2.4.4
	Co-existence with services in adjacent frequency bands (Operating band unwanted emissions)
	No changes

This is independent of contiguous or non-contiguous MSR

	6.6.3

	Occupied bandwidth
	No changes
This is independent of contiguous or non-contiguous MSR

	7.5.2
	Co-location requirement (blocking)
	No changes 
This is independent of contiguous or non-contiguous MSR


From Table 1, all the regional requirements listed in Table 4.4-1 of Rel-9 TS37.104 are operation configuration independent, so no changed are needed for NC MSR.
3 Proposal
It is proposed that the attached Text Proposal is approved for non-continuous MSR TR 37.802 [3].
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<Start of Text Proposal>
4.3
Regional requirements
Since all the regional requirements listed in Table 4.4-1 of Rel-9 specification TS37.104 is operation configuration independent, no changes are needed.

<End of Text Proposal>
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