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	Reason for change:
(

	Spurious emissions requirements when NS_07 is network signaled are incompletely specified resulting in possible inconsistent and erroneous measurements.

	
	

	Summary of change:
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	The maximum allowed standard deviation of measurement is specified as a part of the NS_07 emission requirement.
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not approved:
	The NS_07 emission requirement can not be consistently and correctly measured without the additional specification on maximum allowed uncertainty.
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	Other comments:
(

	Isolated impact analysis:  The correction in this CR places a bound on the maximum allowed standard deviation of the measurement since a significant portion of the uncertainty comes from the signal itself.  Appropriate measurement techniques such as averaging are expected to be defined in 36.521-1 to comply with this requirement.


<< Unchanged sections omitted >>
6.6.3.3.2 
Minimum requirement (network signalled value “NS_07”)

When “NS_07” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.2-1. 

Table 6.6.3.3.2-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz


	

	769 ≤ f  ≤ 775
	-57
	6.25 kHz

	Note:  The emissions measurement must be sufficiently averaged to ensure a standard deviation < [0.5] dB.


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (6.25 kHz).
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