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1. Introduction
This TP introduced operating bands and channel bandwidth for CA_3A-7A, CA_4A-13A and CA_4A-17A.
2. Discussion
**************************** Start of TP for TR Section 5.5A *****************************************
5.5A
CA Operating bands

CA operating bands will be based on the CA bands defined in Section 8 for CA intra band contiguous and non contiguous CA inter band 

As more and more deployment scenarios are agreed based on operators input derived from an operators list on Annex A those could be added on release independent manner

Table 5.5A-1; Intra band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz  
	–
	2170 MHz
	FDD

	CA_40
	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD


Table 5.5A-2: Inter band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1-5


	1
	1920 MHz
	–
	1980 MHz
	2110 MHz  
	–
	2170 MHz
	FDD



	
	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894 MHz
	

	CA_3-7
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-17
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	17
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	


**************************** Unchanged section omited *****************************************
**************************** Start of TP for TR Section 5.6.1A ****************************************

5.6.1 
Channel bandwidths per operating band

5.6.1A 
Channel bandwidths per CA operating band

CA operating band is further divided into different BW classes by using a notation which indicates to what E-UTRA band and CA channel bandwidth class it relates to. For example 

· CA_1B means E-UTRA band 1 and CA channel bandwidth class B

· In later releases new CA channel bandwidth classes can be introduced by adding new rows in Table 5.6.1-1 or Table 5.6.1-2. For example, CA_1C with 20MHz as the only allowed channel bandwidth would mean up to 40 MHz wide Carrier aggregation for band 1.

· Notation which do not have CA channel bandwidth class indicator letter means all CA channel bandwidth classes belonging to given CA operating band. For example CA_1 includes CA_1A, CA_1B, CA_1C CA_1D, CA_1E and CA_1F.

Table 5.6.1A-1: E-UTRA CA Intra band contiguous channel bandwidth combinations
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	CA_1C
	1
	
	
	
	
	Yes
	Yes

	CA_40C1
	40
	
	
	
	Yes
	Yes
	Yes

	Note 1: Combinations of component carriers with unequal channel bandwidth should be considered. The maximum number of CCs for combination is two for R10.


Table 5.6.1A-2: E-UTRA CA inter band channel bandwidth combinations
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	CA_1A-5A
	1
	
	
	FFS
	Yes
	FFS
	FFS

	
	5
	
	
	FFS
	Yes
	
	

	CA_3A-7A
	3
	
	
	
	Yes
	Yes
	Yes

	
	7
	
	
	
	Yes
	Yes
	Yes

	CA_4A-13A
	4
	
	
	
	Yes
	
	

	
	13
	
	
	
	Yes
	
	

	CA_4A-17A
	4
	
	
	
	Yes
	
	

	
	17
	
	
	
	Yes
	
	


**************************** End of TP    ****************************************
**************************** Start of TP for TR Annex B chapter 5.5A *********************************

5.5A
Operating bands for CA
E-UTRA carrier aggregation is designed to operate in the operating bands defined in Tables 5.5A-1 and 5.5A-2.
Table 5.5A-1 Intra band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz  
	–
	2170 MHz
	FDD

	CA_40
	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD


Table 5.5A-2 Inter band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1-5
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_3-7
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-17
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	17
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	


**************************** End of TP for TR Annex B chapter 5.5A *********************************
**************************** Start of TP for TR Annex B chapter 5.6A.1*********************************

5.6A.1
Channel bandwidths per operating band for CA
The requirements in this specification apply to the combination of CA bandwidth class and CA operating bands shown in Table 5.6A.1-1. 
Indexing letter in CA operating band acronym refers to supported CA bandwidth class. In case no CA bandwidth class is labelled acronym refers to all specified combinations of CA bandwidth class and CA operating band.

DL component carrier combinations for a given CA operating band shall be symmetrical in relation to channel centre unless stated otherwise in table 5.6A.1-1 or 5.6A.1-2.

Table 5.6A.1-1: Supported E-UTRA bandwiths per CA operating band for intra-band contiguous CA
	CA operating band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_1C
	1
	
	
	
	
	Yes
	Yes

	CA_40C1
	40
	
	
	
	Yes
	Yes
	Yes

	Note 1:
Combinations of component carriers with unequal channel bandwidth should be considered. The maximum number of CCs for combination is two.


Table 5.6A.1-2: Supported E-UTRA bandwiths per CA operating band for inter-band CA
	CA operating / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_1A-5A
	1
	
	
	FFS
	Yes
	FFS
	FFS

	
	5
	
	
	FFS
	Yes
	
	

	CA_3A-7A
	3
	
	
	
	Yes
	Yes
	Yes

	
	7
	
	
	
	Yes
	Yes
	Yes

	CA_4A-13A
	4
	
	
	
	Yes
	
	

	
	13
	
	
	
	Yes
	
	

	CA_4A-17A
	4
	
	
	
	Yes
	
	

	
	17
	
	
	
	Yes
	
	


**************************** End of TP for TR Annex B chapter 5.6A.1*********************************
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