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1 Introduction
Some progresses for Ouput RF Spectrum Emissions for UL-MIMO were made based on the on-going discussions in RAN4. Text proposal is attached in this paper to capture the agreement. 
Text proposal for TR 36.807 v1.2.0 
<Start of TP >

6.6 Output RF spectrum emissions
Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions.

As captured in TR36.803 the spectrum emission mask scales in proportion to the channel bandwidth due to PA non-linearity for a single component carrier. In the case of multiple contiguous CC scenarios should the spectrum mask be proportional to the total number of contiguous channel bandwidth (REL8 approach) or be unchanged and be no different from that of a single CC bandwidth?
R4-102739: Way forward

1. 
Adopt the 40 MHz SEM agreed in RAN4 #52 (R4-093151) for 100+100 RB CA transmission bandwidth configuration  noting that NS_x approach can be used to meet additional regional requirements. 

2. 
SEM requirement is defined per carrier aggregation bandwidth class.

For UL-MIMO:
For UL MIMO with dual transmitters and dual receivers, the requirements in sub-clause 6.6.1 in TS 36.101 for Occupied Bandwidth and the requirements in sub-clause 6.6.2.3 and 6.6.2.4 in TS 36.101 for Adjacent Channel Leakage Ratio apply per each antenna connector. 
The requirements in clause 6.6 in TS 36.101 excluding sub-clause 6.6.1, 6.6.2.3 and 6.6.2.4 apply per TBD.
Note: specification per antenna connector or per UE is TBD.
<End of TP >
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