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1. Introduction
The following contributions on the BS CA test requirements were handled during RAN4#57AH.
	R4-110088
	Introduction of BS CA tests in TS 36.141
	Ericsson

	R4-110089
	Introduction of BS CA tests in TS 37.141
	Ericsson

	R4-110110
	Introduction of CA to 36.141 (Rx requirements)
	Nokia Siemens Networks

	R4-110134
	Discussion on CA RX test requirements
	Huawei

	R4-110135
	 Discussion on CA TX test requirements
	Huawei

	R4-110202
	Introduction of CA to 36.141 (TX test configuration)
	Nokia Siemens Networks

	R4-110203
	Introduction of CA to 36.141 (TX requirements)
	Nokia Siemens Networks

	R4-110275
	Discussion of test configuration for LTE-A eNB
	CATT

	R4-110452
	Principles of deriving CA test requirements
	Huawei

	R4-110453
	Manufacturer's declaration and test configurations
	Huawei


On the basis of these documents it is proposed to agree on the following way forward.
2. Test configuration
Proposal 1: For base stations not conforming to 37.141, introduce to 36.141 a generic test configuration which would cover CA and multi carrier operations. Test configuration should be based on TC2 in 37.141.
Proposal 2: For 37.141 TC2 should be applicable also to CA.  For CA operation some modifications might be necessary.
Proposal 3: Only a test configuration according to supported CC combinations and the maximum aggregated channel bandwidth supported by the BS (as declared by the manufacturer) need to be tested.
3. Manufacturer declaration

Proposal 4: Modifications to manufacturer’s declarations in 36.141 and 37.141 are FFS. 
4. General and Transmitter

Proposal 5: E-TM1 to be used for CA MC transmitter testing, each CC assigned with a unique Physical Cell ID.
Proposal 6: Time alignment between transmitter branches and Occupied BW must be considered as CA tests. In addition BS output power, TX OFF power (for TDD mode), ACLR and Operating band unwanted emissions could be considered as CA tests.
Proposal 7: Other general and transmitter test requirements changes due to CA introduction shall be the same as in 36.104 / 37.104. Other changes related to test specification only might be needed, e.g. initial conditions, procedures etc.
5. Receiver

Proposal 8: ACS, narrowband blocking, blocking, receiver spurious emissions and receiver intermodulation requirements shall be tested under CA test configuration.

Proposal 9: Receiver test requirements changes due to CA introduction shall be the same as in 36.104 / 37.104. Other changes related to test specification only might be needed, e.g. initial conditions, procedures etc.
2 Conclusion

It is proposed to agree the way forward in this contribution.
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