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<Start of change>
5.4.4
UARFCN

The following UARFCN range shall be supported for each paired band

Table 5.2: UTRA Absolute Radio Frequency Channel Number

	Band
	Uplink (UL)

UE transmit, Node B receive
	Downlink (DL)

UE receive, Node B transmit

	
	General
	Additional
	General
	Additional

	I
	9612 to 9888
	-
	10562 to 10838
	-

	II
	9262 to 9538
	12, 37, 62, 

87, 112, 137, 

162, 187, 212, 

237, 262, 287
	9662 to 9938
	412, 437, 462, 

487, 512, 537, 

562, 587, 612, 

637, 662, 687

	III
	937 to 1288 
	-
	1162 to 1513 
	-

	IV
	1312 to 1513 
	1662, 1687, 1712, 1737, 1762, 1787, 1812, 1837, 1862 
	1537 to 1738 
	1887, 1912, 1937, 1962, 1987, 2012, 2037, 2062, 2087 

	V
	4132 to 4233
	782, 787, 807, 

812, 837, 862
	4357 to 4458
	1007, 1012, 1032, 

1037, 1062, 1087

	VI
	4162 to 4188 
	812, 837
	4387 to 4413 
	1037, 1062

	VII
	2012 to 2338 
	2362, 2387, 2412, 2437, 2462, 2487, 2512, 2537, 2562, 2587, 2612, 2637, 2662, 2687 
	2237 to 2563 
	2587, 2612, 2637, 2662, 2687, 2712, 2737, 2762, 2787, 2812, 2837, 2862, 2887, 2912 

	VIII
	2712 to 2863
	-
	2937 to 3088
	-

	IX
	8762 to 8912
	-
	9237 to 9387
	-

	X
	2887 to 3163
	3187, 3212, 3237, 3262, 3287, 3312, 3337, 3362, 3387, 3412, 3437, 3462
	3112 to 3388
	3412, 3437, 3462, 3487, 3512, 3537, 3562, 3587, 3612, 3637, 3662, 3687

	XI
	3487 to 3562
	-
	3712 to 3787
	-

	XII
	3617 to 3678
	3707, 3732, 3737, 3762, 3767
	3842 to 3903
	3932, 3957, 3962, 3987, 3992

	XIII
	3792 to 3818

	3842, 3867

	4017 to 4043

	4067, 4092


	XIV
	3892 to 3918

	3942, 3967

	4117 to 4143

	4167, 4192


	XIX
	312 to 363
	387, 412, 437
	712 to 763
	787, 812, 837

	XX
	4287 to 4413
	-
	4512 to 4638
	-

	XXI
	462 to 512
	-
	862 to 912
	-


NOTE:
If the UE is on a network with Mobile Country Code set to Japan then it may assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band VI. If the UE is on a network with a Mobile Country Code other than Japan then it may assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band V.

<End of change>
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