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1 Introduction
The updated TS 36.104 v10.1.0 has included the required changes for Band 42 and 43. However, the BS Spurious emissions limits for E-UTRA BS for co-existence with band 42/43 are still in brackets, which mean that the co-existence of Band 42 and 43 is a remaining issue.
In this document we will discuss this unresolved issue and give the proposal on the co-existence spurious emission requirements for Band 42/43. 
2 Discussion
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications. These principles are accepted in TS 36.104. Therefore, for co-existence TDD base stations, the principles can also apply. And for E-UTRA BS co-existence with band 42 or 43, the BS spurious emission limit is not applicable for the band itself and the adjacent band 43 or 42. 
3 Conclusion
The proposed TP shall be captured in TR 37.801 [1] UMTS-LTE 3500 MHz WI.
References
[1] TR 37.801 v0.10.0
Text Proposal
<Start of TP>
8.3
Specific BS RF requirements for E-UTRA
8.3.1
Unwanted emissions

For the “Operating band unwanted emissions” in TS 36.104 and TS 36.141, the existing tables of requirements are applicable to warrant addition of Bands [42] (3400-3600 MHz) and [43] (3600-3800 MHz).

The “Transmitter spurious emissions” in TS 36.104 and TS 36.141 require alteration to accommodate the LTE3500 frequency bands for TDD, as follows.  Also, the tables on minimum co-location emissions requirements similarly require alteration. Limits are the same as in other bands.
Co-existence or co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-existence or co-location requirements. For unsynchronized base stations, special co-existence or co-location requirements may apply that are not covered by the 3GPP specifications.
Table 8.3.1-1: BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands

	System type for E-UTRA to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	E-UTRA Band [42]
	3400 - 3600MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band [42] and [43]

	E-UTRA Band [43]
	3600 - 3800MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band [43] and [42]


Table 8.3.1-2: Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands
	Type of coexistence BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	E-UTRA Band [42]
	3400 - 3600MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band [42] and [43]

	E-UTRA Band [43]
	3600 - 3800MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band [43] and [42]


8.3.1-3: BS Spurious emissions limits for Wide Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	WA E-UTRA Band [42]
	3400 - 3600MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [42] and [43]

	WA E-UTRA Band [43]
	3600 - 3800MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [43] and [42]


Table 8.3.1-4: BS Spurious emissions limits for Local Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	LA E-UTRA Band [42]
	3400 - 3600MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [42] and [43]

	LA E-UTRA Band [43]
	3600 - 3800MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [43] and [42]


<End of TP>
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