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6.5.4 DL RS power
6.5.4.1
Definition and applicability

DL RS power is the resource element power of Downlink Reference Symbol.

The absolute DL RS power is indicated on the DL-SCH. The absolute accuracy is defined as the maximum deviation between the DL RS power indicated on the DL-SCH and the DL RS power at the BS antenna connector.
6.5.4.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.5.4.
6.5.4.3
Test purpose

The test purpose is to verify that the DL RS power is within the limit specified by the minimum requirement.

6.5.4.4
Method of test

6.5.4.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
Connect the signal analyzer to the base station RF output port as shown in Annex I.1.1.

6.5.4.4.2
Procedure

Set-up BS transmission at maximum total power (Pmax) as specified by the supplier. Channel set-up shall be according to E-TM 1.1.
Measure the RS transmitted power according to annex F.
6.5.4.5
Test requirement
DL RS power shall be within ( 2.9 dB of the DL RS power indicated on the DL-SCH.

NOTE 1: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex G. The explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
NOTE 2: PDSCH in E-TM1.1 is configured as "all 0" and DL RS power is not indicated on PDSCH during the measurement. The absolute DL RS power can be calculated as PMAX – 10log10 (12* NRB) dBm, where NRB is the.transmission bandwidth configuration of E-TM1.1.
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