Page 1



3GPP TSG-RAN WG4 (Radio) Meeting #58 
(
R4-111249
Taipei, Taiwan, 21-25 February 2011 
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	36.133
	CR
	741
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	RSTD Measurement Requirements with Carrier Aggregation

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	LTE_CA
	
	Date: (

	21/02/2011

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	To specify the OTDOA measurement and accuracy requirements with carrier aggregation

	
	

	Summary of change:
(

	The following requirements have been specified:

The UE shall perform RSTD measurements on the non-configured SCC using measurement gaps:

· RSTD inter-frequency accuracy requirements apply

· RSTD inter-frequency measurement reporting delay requirements apply

The UE shall perform without measurement gaps RSTD measurements on the configured SCC, which may or may not be activated. In this case:

· RSTD inter-frequency accuracy requirements apply

· RSTD intra-frequency measurement reporting delay requirements apply

The requirements are specified according to the aggreements in R4-110570.

	
	

	Consequences if 
(

not approved:
	Core requirements for OTDOA for UE capable of CA will be missing.

	
	

	Clauses affected:
(

	8.1.2.8, 8.1.2.8.1 and 8.1.2.8.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	X
	x
	 Test specifications
	TS 36.521-3

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


<First Modification>

8.1.2.8
E-UTRAN Carrier Aggregation OTDOA Measurements
8.1.2.8.1
Introduction
The requirements in this section shall apply for the UE which supports E-UTRA carrier aggregation. The UE shall be capable of performing the OTDOA measurements on all cells on the primary and the configured secondary component carriers without measurement gaps regardless whether one or more downlink secondary cells (Scells) is activated or deactivated by the MAC-CE command as specified in [17]. These requirements shall apply for both FDD and TDD.
The RSTD measurement on the cells belonging to the non-configured secondary component carriers is performed using measurement gaps and shall meet the inter-frequency RSTD measurement requirements as specified in section 8.1.2.6 and inter-frequency RSTD accuracy requirements as specified in section 9.1.10.2.
8.1.2.8.1
OTDOA Measurements for Primary Component Carrier
The RSTD measurements on cells belonging to the primary component carrier shall meet the intra-frequency RSTD measurements requirements as specified in section 8.1.2.5 except that the number of PRS positioning occasions (
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) shall be according to Table 8.1.2.7.1-1. 
Table 8.1.2.7.1-1: Number of PRS positioning occasions within 
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	160 ms
	16

	>160 ms
	8


The RSTD measurement accuracy for all measured cells on the primary component carrier shall be fulfilled according to the intra-frequency RSTD accuracy as specified in the sub-clause 9.1.10.1.

8.1.2.8.2
OTDOA Measurements for Secondary Component Carriers
The RSTD measurements on cells belonging to the configured secondary component carrier shall meet the intra-frequency RSTD measurements requirements as specified in section 8.1.2.5 except that the number of PRS positioning occasions (
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) shall be according to Table 8.1.2.7.1-2. 

Table 8.1.2.7.1-2: Number of PRS positioning occasions within 
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The RSTD measurement accuracy for all measured cells on the configured secondary component carrier shall be fulfilled according to the inter-frequency RSTD accuracy as specified in the sub-clause 9.1.10.2.

<End of modifications>
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