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5.5
Operating bands

E-UTRA FDD is designed to operate in the operating bands defined in Table 5.5-1.

Table 5.5-1 E-UTRA operating bands

	E‑UTRA operating band
	Uplink (UL)
operating band
	Downlink (DL)
operating band
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	

	16
	Reserved
	
	
	Reserved
	
	
	

	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	24
	1626.5 MHz
	–
	1660.5 MHz
	1525 MHz
	–
	1559 MHz
	FDD

	Note 1: Band 6 is not applicable.


-- NEXT MODIFIED SECTION –

5.7.3
Carrier frequency and EARFCN

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 - 65535. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.7.3-1 and NDL is the downlink EARFCN.

FDL = FDL_low + 0.1(NDL – NOffs-DL)

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.7.3-1 and NUL is the uplink EARFCN.

FUL = FUL_low + 0.1(NUL – NOffs-UL)

Table 5.7.3-1 E-UTRA channel numbers

	E‑UTRA operating band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	6001199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 21449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4999
	1427.9
	22750
	22750 – 22999

	12
	728
	5000
	5000 – 5179
	698
	23000
	23000 – 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	15
	Reserved
	
	
	Reserved
	
	

	16
	Reserved
	
	
	Reserved
	
	

	17
	734
	5730
	5730 – 5849
	704
	23730
	23730 – 23849

	18
	860
	5850
	5850 – 5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 – 6149
	830
	24000
	24000 – 24149

	20
	791
	6150
	6150 - 6449
	832
	24150
	24150 - 24449

	21
	1495.9
	6450
	6450 – 6599
	1447.9
	24450
	24450 – 24599

	24
	1525
	7700
	7700 – 8039
	1626.5
	25700
	25700 – 26039

	NOTE: 
The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.


-- NEXT MODIFIED SECTION --

9.1.1
Operating band unwanted emissions (Category A)

9.1.1.1
Minimum Requirements

This requirement applies to the uplink and downlink of the repeater, at maximum gain, and with the following input signals:

-
without E‑UTRA input signal

-
with E‑UTRA input signals in the pass band of the repeater, at levels that produce the maximum rated power output per channel
-
with 10 dB increased E‑UTRA input signals in all channels in the pass band, compared to the input level producing the maximum rated output power.
For E-UTRA FDD repeater operating in Bands 5, 6, 8, 12, 13, 14, 17, 18 and 19 emissions shall not exceed the maximum levels specified in Tables 9.1.1.1-1 and 9.1.1.1-2.
Table 9.1.1.1-1: General operating band unwanted emission limits for repeater pass band bandwidth lower than 5 MHz (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measure-ment bandwidth 

	0 MHz ( (f < BWPass band
	BWMeas/2 ( f_offset < BWPass band + BWMeas/2
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	100 kHz 

	BWPass band( (f < 2*BWPass band
	BWPass band + BWMeas/2 ( f_offset < 
2* BWPass band + BWMeas/2
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	100 kHz 

	2*BWPass band ( (f ( (fmax
	2* BWPass band + BWMeas/2 ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz

	Note: 
Frequencies and bandwidth are given in MHz.


Table 9.1.1.1-2: General operating band unwanted emission limits for repeater pass band bandwidth 5 MHz and above (E-UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 

	Note: 
Frequencies and bandwidth are given in MHz.


For E-UTRA FDD repeaters operating in Bands 1, 2, 3, 4, 7, 9, 10, 11,21, and 24 emissions shall not exceed the maximum levels specified in Tables 9.1.1.1-3 and 9.1.1.1-4:

Table 9.1.1.1-3: General operating band unwanted emission limits for repeater pass band bandwidth lower than 5 MHz (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measure-ment bandwidth 

	0 MHz ( (f < BWPass band
	BWMeas/2 ( f_offset < BWPass band + BWMeas/2
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	100 kHz 

	BWPass band( (f < 2*BWPass band
	BWPass band + BWMeas/2 ( f_offset < 
2* BWPass band + BWMeas/2
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	100 kHz 

	2*BWPass band ( (f ( (fmax
	2* BWPass band + BWMeas/2 ( f_offset < f_offsetmax 
	-13 dBm
	1MHz

	Note: 
Frequencies and bandwidth are given in MHz.


Table 9.1.1.1-4: General operating band unwanted emission limits for repeater pass band bandwidth 5 MHz and above (E-UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz 

	Note: 
Frequencies and bandwidth are given in MHz.


-- NEXT MODIFIED SECTION –

9.1.3
Additional requirements

These requirements may be applied for the protection of other systems operating inside or near the E-UTRA Repeater downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.2.

In certain regions the following requirement may apply. For E-UTRA FDD repeaters operating in Band 5, emissions shall not exceed the maximum levels specified in Table 9.1.3-1.

Table 9.1.3-1: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Input signal bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA FDD repeaters operating in Bands 2, 4, and 10 emissions shall not exceed the maximum levels specified in Table 9.1.3-2.

Table 9.1.3-2: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Input signal bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz


In certain regions the following requirement may apply. For E-UTRA FDD repeaters operating in Bands 12, 13, 14 and 17 emissions shall not exceed the maximum levels specified in Table 9.1.3-3.

Table 9.1.3-3: Additional operating band unwanted emission limits for E-UTRA (bands 12, 13, 14 and 17)
	Input signal bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	All
	0 MHz ( (f < 100 kHz
	0.015 MHz ( f_offset < 0.085 MHz
	-13 dBm
	30 kHz 

	All
	100  kHz ( (f < (fmax 
	150 kHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply for protection of DTT. For E-UTRA Repeater operating in Band 20, the level of emissions in the band 470-790 MHz, measured in an 8MHz filter bandwidth on centre frequencies Ffilter according to Table 9.1.3-3-4, shall not exceed the maximum emission level PEM,N declared by the manufacturer. This requirement applies in the frequency range 470-790 MHz even though part of the range falls in the spurious domain.

Table 9.1.3-4: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


This requirement may be applied for the protection in bands adjacent to bands 1, as defined in clause 5.5 in geographic areas in which both an adjacent band service and E-UTRA are deployed.

The requirement applies only to the down-link direction of the repeater.
The power of any spurious emission shall not exceed:

Table 9.1.3-5 E-UTRA Repeater down-link spurious emissions limits for protection of adjacent band services

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	2100-2105 MHz
	-30 + 3.4 (f - 2100 MHz) dBm
	1 MHz 
	

	
	2175-2180 MHz
	-30 + 3.4 (2180 MHz - f) dBm
	1 MHz
	


Note: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the repeater emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the repeater needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in TS.36.104 [6] Annex G.
NOTE 1:
As a general rule for the requirements in Clause 9.1.3, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 2:
For signal bandwidths between the values given in Table's 9.1.3-1 and 9.1.3-2, the requirements can be calculated by linearly interpolating between the requirements closest to the wanted signal bandwidth.

In regions where FCC regulation applies, requirements for protection of GPS according to FCC Order DA 10-534 applies for operation in Band 24. The following normative requirement covers the Repeater to be used together with other information about the site installation to verify compliance with the requirement in FCC Order DA 10-534. The requirement applies to repeater operating in Band 24 to ensure that appropriate interference protection is provided to the 1559 – 1610 MHz band. This requirement applies to the frequency range 1559-1610 MHz even though part of this range falls within the operating band unwanted emissions domain.
The level of emissions in the 1559 – 1610 MHz band, measured in measurement bandwidth according to Table 6.6.4.3.1-4 shall not exceed the maximum emission levels PE_1MHz and PE_1kHz declared by the manufacturer.
Table 9.1.3-5A: Declared emissions levels for protection of the 1559-1610 MHz band
	Operating Band
	Frequency range
	Declared emission level [dBW] 

(Measurement bandwidth = 1 MHz)
	Declared emission level [dBW] of discrete emissions of less than 700 Hz bandwidth

(Measurement bandwidth = 1 kHz)

	24
	1559 - 1610 MHz
	PE_1MHz
	PE_1kHz


Note: 
The regional requirement in FCC Order DA 10-534 is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the repeater emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The EIRP level is calculated using: PEIRP = PE + Gant where PE denotes the Repeater unwanted emission level at the antenna connector, Gant equals the Repeater antenna gain minus feeder loss. The requirement defined above provides the characteristics of the Repeater needed to verify compliance with the regional requirement.
-- NEXT MODIFIED SECTION –

9.2.2
Co-existence with other systems in the same geographical area

These requirements may be applied for the protection of system operating in frequency ranges other than the E-UTRA Repeater operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA Repeater, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in Clause 4.2.

Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, UTRA, E-UTRA, etc.) as listed below.
9.2.2.1
Minimum requirement

Unless otherwise stated this requirement applies to the uplink and downlink of the repeater, at maximum gain.

The power of any spurious emission shall not exceed the limits of Table 9.2.2.1-1 for an E-UTRA Repeater where requirements for co-existence with the system listed in the first column apply.

Table 9.2.2.1-1: Spurious emissions limits for E-UTRA-FDD repeater in geographic coverage area of systems operating in other frequency bands

	System type operating in the same geographical area
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 8.

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 9.1.4

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 3. 

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 9.1.4.

	PCS1900
	1930 ‑ 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 2

	
	1850 ‑ 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 9.1.4.

	GSM850 or CDMA850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 5 

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band I or 
E-UTRA Band 1 
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 1, 

	
	1920 - 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 1, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band II or 
E-UTRA Band 2
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 2.  

	
	1850 - 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 9.1.4

	UTRA FDD Band III or 
E-UTRA Band 3
	1805 - 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 3.

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band IV or 
E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 4

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 4, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band V or 
E-UTRA Band 5
	869 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 5

	
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band VI, XIX or 
E-UTRA Band 6, 18, 19
	860 – 895 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 6, 18 or 19.

	
	815 – 850 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 6, 18 or 19, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band VII or 
E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 7.

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 7, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band VIII or 
E-UTRA Band 8
	925 – 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 8.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band IX or 
E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 9.

	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 9, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band X or 
E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 10

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 10, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band XI or XXI or 
E-UTRA Band 11 or 21
	1475.9 - 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 11 or 21

	
	1427.9 - 1462.9 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 11 or 21, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band XII or 
E-UTRA Band 12
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 12.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 12, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band XIII or 
E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 13.

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 13, since it is already covered by the requirement in sub-clause 9.1.4.

	UTRA FDD Band XIV or 
E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 14.

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 14, since it is already covered by the requirement in sub-clause 9.1.4.

	E-UTRA Band 17
	734 – 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 17.

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 17, since it is already covered by the requirement in sub-clause 9.1.4.

	E-UTRA Band 20
	791 – 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 20.

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 20, since it is already covered by the requirement in sub-clause 9.1.4.

	E-UTRA Band 24
	1525 – 1559 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA Repeaters operating in band 24.

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA Repeater operating in band 24, since it is already covered by the requirement in subclause 9.1.4.

	UTRA TDD in Band a) or 
E-UTRA Band 33
	1900 - 1920 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 1.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 1.

	UTRA TDD in Band a) or 
E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD in Band b) or 
E-UTRA Band 35
	1850 – 1910 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 2.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 2.

	UTRA TDD in Band b) or 
E-UTRA Band 36
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to the downlink of E-UTRA FDD Repeater operating in band 2. 

	UTRA TDD in Band c) or 
E-UTRA Band 37
	1910 - 1930 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 2

This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 2.

	UTRA TDD in Band d) or 
E-UTRA Band 38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 7.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 7.

	E-UTRA Band 39
	1880 – 1920 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 1.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 1.

	E-UTRA Band 40
	2300 – 2400 MHz
	-52 dBm
	1 MHz
	


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-existence requirements in Table 9.2.2.1-1 do not apply for the 10 MHz frequency range immediately outside the repeaters operating band frequency range of an operating band (see Table 5.5-1). This is also the case when the repeaters operating band frequency range is adjacent to the band for the co-existence requirement in the Table 9.2.2.1-1. Emission limits for this excluded frequency range may also be covered by local or regional requirements.

NOTE 2:
The Table 9.2.2.1-1 assumes that two operating bands, where the frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
The requirements of -53dBm/100kHz in Table 9.2.2.1-1 for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 73 dB between a Repeater and a UTRA TDD BS receiver.

NOTE 4:
The requirements of -53dBm/100kHz in Table 9.2.2.1-1 shall be reconsidered when the state of the art technology progresses.

The following requirement may be applied for the protection of PHS in geographic areas in which both PHS and E-UTRA-FDD repeaters are deployed. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest frequency of the repeaters operating band and 10 MHz above the highest frequency of the repeaters operating band.
Unless otherwise stated this requirement applies to the uplink and downlink of the repeater, at maximum gain.

The power of any spurious emission shall not exceed:

Table 9.2.2.1-2: Spurious emissions limits for E-UTRA-FDD repeater in geographic coverage area of PHS

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	1884.5 ‑ 1919.6 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in. 1884.5
-1919.6MHz.

	1884.5 ‑ 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in  1884.5
-1915.7MHz 


The following requirement shall be applied to E-UTRA-FDD repeaters operating in Bands 13 and 14 to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest frequency of the repeaters operating band and 10 MHz above the highest frequency of the repeaters operating band
Unless otherwise stated this requirement applies to the uplink and downlink of the repeater, at maximum gain.

The power of any spurious emission shall not exceed:

Table 9.2.2.1-3: Spurious emissions limits for E-UTRA-FDD repeater for protection of public safety operations

	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	13
	763 - 775 MHz
	-46 dBm
	6.25 kHz
	

	13
	793 - 805 MHz
	-46 dBm
	6.25 kHz
	

	14
	769 - 775 MHz
	-46 dBm
	6.25 kHz
	

	14
	799 - 805 MHz
	-46 dBm
	6.25 kHz
	


-- NEXT MODIFIED SECTION –

9.2.3
Co-location with base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850 UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with an E-UTRA FDD Repeater.

Unless otherwise stated the requirements assume a 30 dB coupling loss between transmitter and receiver.

NOTE:
For co-location with UTRA, the requirements are based on co-location with Wide Area UTRA FDD or TDD base stations
9.2.3.1
Minimum Requirements

Unless otherwise stated this requirement applies to the uplink and downlink of the repeater, at maximum gain.

The power of any spurious emission shall not exceed the limits of Table 9.2.3.1-1 for an E-UTRA FDD Repeater where requirements for co-location with a Base Station listed in the first column apply.

Table 9.2.3.1-1: Spurious emissions limits for E-UTRA-FDD Repeater co-located with Base Stations

	Type of co-located Base Station
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	876 - 915 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 75dB coupling loss between base station and the repeater UL transmit port.

	DCS1800
	1710 - 1785 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 75dB coupling loss between base station and the repeater UL transmit port.

	PCS1900
	1850 - 1910 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 75dB coupling loss between base station and the repeater UL transmit port.

	GSM850 or CDMA850
	824 - 849 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 75dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band I or 
E-UTRA Band 1
	1920 - 1980 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 1, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band II or 
E-UTRA Band 2
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band III or 
E-UTRA Band 3
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band IV or 
E-UTRA Band 4
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 4, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band V or 
E-UTRA Band 5
	824 - 849 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band VI or XIX or 
E-UTRA Band 6 or 19
	830 - 850 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 6 or 19, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band VII or 
E-UTRA Band 7
	2500 - 2570 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 7, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band VIII or 
E-UTRA Band 8
	880 - 915 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band IX or 
E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 9, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band X or 
E-UTRA Band 10
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 10, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band XI or 
E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 11, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band XII or 
E-UTRA Band 12
	698 - 716 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 12, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band XIII or
E-UTRA Band 13
	777 - 787 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 13, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band XIV or
E-UTRA Band 14
	788 - 798 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 14, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	E-UTRA Band 17
	704 - 716 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 17, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	E-UTRA Band 18
	815 - 830 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 18, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	E-UTRA Band 20
	832 - 862 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 20, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 24, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA FDD Band XXI or 
E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of UTRA FDD Repeater operating in band 21, since it is already covered by the requirement in sub-clause 9.1.4, but requires a 73dB coupling loss between base station and the repeater UL transmit port.

	UTRA TDD in Band a) or 
E-UTRA Band 33
	1900 - 1920 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 1.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 1.

	UTRA TDD in Band a) or 
E-UTRA Band 34
	2010 - 2025 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 1.

	
	
	-83 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 1.

	UTRA TDD in Band b) or 
E-UTRA Band 35
	1850 – 1910 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 2.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 2.

	UTRA TDD in Band b) or 
E-UTRA Band 36
	1930 – 1990 MHz
	-96 dBm
	100 kHz
	This is not applicable to the downlink of E-UTRA-FDD Repeater operating in Band 2.

	UTRA TDD in Band c) or 
E-UTRA Band 37
	1910 - 1930 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 2

This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 2.

	UTRA TDD in Band d) or 
E-UTRA Band 38
	2570 – 2620 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 7.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 7.

	E-UTRA Band 39
	1880 – 1920 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the uplink of E-UTRA FDD Repeater operating in band 1.

	
	
	-53 dBm
	100 kHz
	This requirement is applied only to the uplink of E-UTRA FDD Repeater operating in band 1.

	E-UTRA Band 40
	2300 – 2400 MHz
	-96 dBm
	100 kHz
	


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-location requirements in Table 9.2.3.1-1 do not apply for the 10 MHz frequency range immediately outside the repeaters operating band frequency range of an operating band (see Table 5.5-1). This is also the case when the repeaters operating band frequency range is adjacent to the frequency range of the co-location requirement in the Table 9.2.3.1-1. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB Repeater-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5].

NOTE 2:
The Table 9.2.3.1-1 assumes that two operating bands, where the corresponding eNode B transmit and receive frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
The requirements of -53dBm/100kHz in Table 9.2.3.1-1 for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 73 dB between a Repeater and a UTRA TDD BS receiver.

NOTE 4:
The requirements of -83dBm/100kHz in Table 9.2.3.1-1 for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 43 dB between a Repeater and a UTRA TDD BS receiver.

NOTE 5:
The requirements of -53dBm/100kHz and -83dBm/100kHz in Table 9.2.3.1-1shall be reconsidered when the state of the art technology progresses.

-- NEXT MODIFIED SECTION --

11.2
Co-location with BS in other systems

This additional input intermodulation requirement may be applied for the protection of E-UTRA FDD Repeater input when GSM900, DCS1800, PCS1900, GSM850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with an E-UTRA FDD Repeater.

Unless otherwise stated this requirement applies to the uplink and downlink of the repeater, at maximum gain.

11.2.1
Minimum requirement

For the parameters specified in table 11.2.1-1, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band. 

NOTE 1:
The lowest intermodulation products correspond to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.2.1-1: Input intermodulation requirements for interfering signals in co-located other systems

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 ‑ 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850 or CDMA850
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I or 
E-UTRA Band 1
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 1, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II or
E-UTRA Band 2
	1930 - 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III or
E-UTRA Band 3
	1805 - 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV or
E-UTRA Band 4
	2110 - 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 4, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V or
E-UTRA Band 5
	869 - 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI or
E-UTRA Band 6
	875 - 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 6, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VII or
E-UTRA Band 7
	2620 - 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 7, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VIII or
E-UTRA Band 8
	925 - 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IX or
E-UTRA Band 9
	1844.9 - 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 9, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band X or
E-UTRA Band 10
	2110 - 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 10, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XI or
E-UTRA Band 11
	1475.9 - 1495.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 11, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA FDD Band XII or 
E-UTRA Band 12
	728 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 12, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA FDD Band XIII or
E-UTRA Band 13
	746 - 756 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 13, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA FDD Band XIV or
E-UTRA Band 14
	758 - 768 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 14, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	E-UTRA Band 17
	734 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 17, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	E-UTRA Band 18
	860 - 875 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 18, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 19, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	E-UTRA Band 20
	791 - 821 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 20, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	E-UTRA Band 24
	1525 - 1559 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 24, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA FDD Band XXI or
E-UTRA Band 21
	1495.9 - 1510.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 21, since it is already covered by the requirement in sub-clause 11.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA TDD in Band a) or 
E-UTRA Band 33
	1900 - 1920 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	UTRA TDD in Band a) or 
E-UTRA Band 34
	2010 - 2025 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	UTRA TDD in Band b) or 
E-UTRA Band 35
	1850 – 1910 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	UTRA TDD in Band b) or 
E-UTRA Band 36
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to the downlink of E-UTRA FDD Repeater operating in band 2.

	UTRA TDD in Band c) or 
E-UTRA Band 37
	1910 - 1930 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or 
E-UTRA Band 38
	2570 – 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	E-UTRA Band 39
	1880 – 1920 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	E-UTRA Band 40
	2300 – 2400 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	


NOTE 1:
The co-location requirements in Table 11.2.1-1 do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-location requirement in the Table 11.2.1-1. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB Repeater-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5].

NOTE 2:
The Table 11.2.1-1 assumes that two operating bands, where the corresponding eNode B transmit and receive frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.
-- NEXT MODIFIED SECTION --

11.3
Co-existence with other systems 

This additional input intermodulation requirement may be applied when GSM900, DCS1800, PCS1900, GSM850, UTRA FDD, UTRA TDD and/or E-UTRA BS operating in another frequency band co-exist with an E-UTRA FDD Repeater.

Unless otherwise stated this requirement applies to the uplink and downlink of the repeater, at maximum gain.

11.3.1
Minimum requirement

For the parameters specified in table 11.3.1-1, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

The frequency separation between the two interfering signals shall be adjusted so that the lowest order intermodulation product is positioned in the centre of the pass band.

NOTE 1:
The lowest intermodulation products correspond to the 4th and 3rd order for the GSM 900 and DCS 1800 bands, respectively.

Table 11.3.1-1: Input intermodulation requirements for interfering signals in co-existing other systems

	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 11.1.

	DCS1800
	1710 ‑ 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 11.1.

	PCS1900
	1850 ‑ 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 11.1.

	GSM850 or CDMA850
	824 ‑ 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band I or 
E-UTRA Band 1
	1920 - 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 1, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band II or 
E-UTRA Band 2
	1850 - 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 2, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band III or 
E-UTRA Band 3
	1710 - 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 3, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band IV or 
E-UTRA Band 4
	1710 - 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 4, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band V or 
E-UTRA Band 5
	824 - 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 5, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band VI or 
E-UTRA Band 6
	815 - 850 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 6, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band VII or 
E-UTRA Band 7
	2500 - 2570 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 7, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band VIII or 
E-UTRA Band 8
	880 - 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 8, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band IX or 
E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 9, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band X or 
E-UTRA Band 10
	1710 - 1770 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 10, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band XI or 
E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 11, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band XII or 
E-UTRA Band 12
	698 - 716 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 12, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band XIII or
E-UTRA Band 13
	777 - 787 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 13, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band XIV or
E-UTRA Band 14
	788 - 798 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 14, since it is already covered by the requirement in sub-clause 11.1.

	E-UTRA Band 17
	704 - 716 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 17, since it is already covered by the requirement in sub-clause 11.1.

	E-UTRA Band 18
	815 - 830 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 18, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band XIX or 
E-UTRA Band 19
	830 - 845 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 19, since it is already covered by the requirement in sub-clause 11.1.

	E-UTRA Band 20
	832 - 862 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 20, since it is already covered by the requirement in sub-clause 11.1.

	E-UTRA Band 24
	1626.5 –1660.5 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 24, since it is already covered by the requirement in sub-clause 11.1.

	UTRA FDD Band XXI or 
E-UTRA Band 21
	1447.9 - 14462.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to E-UTRA FDD Repeater operating in band 21, since it is already covered by the requirement in sub-clause 11.1.

	UTRA TDD in Band a) or 
E-UTRA Band 33
	1900 - 1920 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	UTRA TDD in Band a) or 
E-UTRA Band 34
	2010 - 2025 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	UTRA TDD in Band b) or 
E-UTRA Band 35
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	UTRA TDD in Band b) or 
E-UTRA Band 36
	1930 – 1990 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to the downlink of E-UTRA FDD Repeater operating in band 2.

	UTRA TDD in Band c) or 
E-UTRA Band 37
	1910 - 1930 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or 
E-UTRA Band 38
	2570 – 2620 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	E-UTRA Band 39
	1880 – 1920 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	E-UTRA Band 40
	2300 – 2400 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	


NOTE 1:
The co-existence requirements in Table 11.3.1-1 do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-existence requirement in the Table 11.3.1-1. The current state-of-the-art technology does not allow a single generic solution for co-existence.

NOTE 2:
The Table 11.3.1-1 assumes that two operating bands, where the frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.

<< End of changed sections >>
�PAGE \# "'Page: '#'�'"  �� �HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip"�Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the �HYPERLINK "http://www.3gpp.org/About/WP.htm"�3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to �HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm"�� �HYPERLINK "http://www.3gpp.org/specs/specs.htm"�http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See ��HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm"�http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"�21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.





_1359191997.unknown

_1359191999.unknown

_1359192000.unknown

_1359192001.unknown

_1359191998.unknown

_1359191996.unknown

