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1. Introduction
This is a revision of R4-110720 and a further correction to R4-111575
At the RAN WG4 meeting #57AH Tdoc R4-110464 [1] was presented to include the calibration and test procedures into the MIMO OTA TR 37.976 [2] for the antenna pattern-based figures of merit (FoM). This document was approved in principle. Tdoc R4-110594[3], which merged R4-110464 and R4-110471[4], was then created and agreed by email approval.  In R4-110594, a note was added “Details for complex antenna pattern data, Received Signal Strength (RSS) and phase and how their obtained are FFS. Further details shall be provided before test plan for this candidate method can progress.” 
The changes from R4-110720 are:

· Moved most of the new text to before the test procedure loop

· Put provisional accuracy and time period figures in square brackets

· Kept editor’s note in B.4.3 step 6 that definition of pattern measurement is provisional and still FFS.

· Slight modification to the measurement definition to leave room for further clarification

The changes from R4-111575 are:

· Re-instated the deleted text in 6.3.1.3 indicating the details are still FFS. The same note in 6.3.1.4 remains deleted as it was in the wrong section and should never have been there.
The changes from R4-111627 are:

· The deletion of the note in 6.3.1.4 is removed since there is overlap with agreed TP R4-110645 and so to simplify the editors job this TP will not delete this text.

· The wording for accuracy requirements is made less formal.

· The use of RS for the measuremetns is suggested as a non-limiting example

2. Proposal 

This proposal provides additional information on complex antenna pattern data, received signal power, and phase conditions and measurements.

3. References 

[1]  3GPP R4-110464, “TP on Antenna Based MIMO OTA Test Procedures”, Qualcomm Incorporated, January 17-21, 2011.

[2]  TR 37.976, “Measurement of radiated performance for MIMO and multi-antenna reception for HSPA and LTE terminals (Release 10)”, version 1.3.0.

[3]  3GPP R4-110594, “TP Addition of test procedures for antenna-based metrics”, Agilent Technologies, January 17-21, 2011

[4]  3GPP R4-110471, “TP for LTE MIMO OTA Test Plan for Two-stage based Methodology”, Agilent Technologies, January 17-21, 2011

4. Text Proposal 
--- Begin Text Proposal ---

B.4.3
Test Procedure 3 (Antenna spatial correlation measurement)
The following test procedure is used to measure Spatial correlation, given in Table B.2.1-1.  
For the purposes of the antenna amplitude and relative phase measurement the conditions under which the measurements are required to operate are in the received power range of REFSENS + 10 dBm or higher in a static channel with one dominant angle of arrival..The amplitude and phase measurements should be computed from the same period of time which should be sufficient for the result to represent the power and phase of the static signal, with an upper limit of [10] ms is provisionally proposed FFS. An absolute power accuracy of +/- [6] dB is considered sufficient for this study phase investigation and the figure for relative phase accuracy is [2] degrees.
The test setup is according to Figure B.2.4.

eNodeB Emulator Parameter Settings

The eNodeB emulator parameters are set according to the type of DUT to be tested. 

Table B.4.3-1: Test Parameters for Channel Bandwidths

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	6
	QPSK 
	6
	6

	3MHz
	QPSK 
	15
	15
	QPSK 
	15
	15

	5MHz
	QPSK 
	25
	25
	QPSK 
	25
	25

	5MHz
	QPSK 
	25
	N/A
	QPSK 
	20
	N/A

	10MHz
	QPSK 
	50
	50
	QPSK 
	50
	50

	10MHz
	QPSK 
	50
	N/A
	QPSK 
	25
	N/A

	10MHz
	QPSK 
	50
	N/A
	QPSK 
	20
	N/A

	15MHz
	QPSK 
	75
	75
	QPSK 
	75
	75

	15MHz
	QPSK 
	75
	N/A
	QPSK 
	50
	N/A

	15MHz
	QPSK 
	75
	N/A
	QPSK 
	25
	N/A

	20MHz
	QPSK 
	100
	100
	QPSK 
	100
	100

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	75
	N/A

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	50
	N/A

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	25
	N/A

	Note 1:Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1 of TS36.521-1.
Note 2. Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth. TS36.521-1

Note 3: For the DL signal one sided dynamic OCNG Pattern OP.1 FDD/TDD is used.


1)
Set initial position of DUT with respect to probe antenna.

2)
Set up eNode B conditions defined in Table B.4.3-1, as per section 7.3.4.1 of [12].

3)
Set the downlink signal level to REFSENS + 45 dB, above reference sensitivity level of DUT.

4)
Inner loop power control shall be enabled for the uplink.

5)
Establish an LTE connection according to 3GPP 36.521-1 section 7.3.4.2 of of [12].

6)
Enable the DUT to measure complex antenna pattern data, Received for each DUT receive antenna and the relative phase between the antennas.
The details of the received signal strength and phase measurements are to be elaborated but at this time it is assumed that these are based on the downlink RS as a non-limiting example.

[editor’s note: Details for complex antenna pattern data, Received Signal Strength (RSS) and phase and how their obtained are FFS. Further details shall be provided before test plan for this candidate method can progress]

7)
Rotate the DUT/antenna probe to measure complex antenna pattern data over a spherical space around the DUT.  Data points are taken every 3 degrees in theta (θ) and phi (φ).

--- End Text Proposal ---






















