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1 Introduction:
RAN4 would like to thank RAN2 for their LS in R2-110701 [1] entitled “LS on RSRQ measurement accuracy with eICIC”. Based on the discussion, RAN4 would like to provide the following answers to the questions raised by RAN2 in their LS:
[RAN2 Question]: Is the concern on RSRQ measurement as described in this LS valid?
[RAN4 Response]: There is difference between intra-frequency RSRQ measurements on ABS and non-ABS. The maximum difference can be up to 7.1 dB when 6dB RE is used. Note it is up to eNB implementation whether such a difference would impact the intra-frequency mobility performance. It is also a common understanding of RAN4 that the intra-frequency mobility is mainly based on the RSRP.
[RAN2 Question]: Is it necessary and feasible to support inter-frequency measurement with resource restriction for eICIC within release-10 time frame?
[RAN4 Response]: Considering RAN4 should prioritize intra-frequency RRM measurement requirements work[2] and the work load of RAN4, RAN4 will further investigate inter-frequency RRM measurement requirements in later release e.g. Rel-11.
2 Date of Next TSG-RAN WG4 Meeting:

3GPP TSG-RAN WG4 Meeting Ad Hoc #06

Shanghai, China

3GPP TSG-RAN WG4 Meeting #59



Kobe, Japan

3 References:
[1] R2-110701, “LS on RSRQ measurement accuracy with eICIC”, Qualcomm Incorporated
[2] R4-104943, “Way forward on eICIC RLM RRM requirements”, Qualcomm Incorporated
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