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1 Introduction
This paper proposes all the necessary changes to transmitter characteristics for UE supporting uplink MIMO. Text proposal for [1] is attached for approval.
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6.6
Output RF spectrum emissions

The output UE transmitter spectrum consists of the three components; the emission within the occupied bandwidth (channel bandwidth), the Out Of Band (OOB) emissions and the far out spurious emission domain.
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Figure 6.6-1: Transmitter RF spectrum

6.6.1
Occupied bandwidth

Occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel. The occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.6.1-1

Table 6.6.1-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / channel bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Channel bandwidth (MHz)
	1.4
	3
	5
	10
	15
	20


6.6.1A
Occupied bandwidth for CA
In the case carriers are contiguously aggregated in the uplink, occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The OBW for contiguously aggregated carriers shall be less than the aggregated channel bandwidth defined in section 5.6A.
6.6.1B
Occupied bandwidth for UL-MIMO
For UE with multiple transmit antenna connectors, the requirements for occupied bandwidth is specified at each transmit antenna connector. The occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel at each transmit antenna connector. 

For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the occupied bandwidth at each transmitter antenna shall be less than the channel bandwidth specified in section 5.6B with the UL-MIMO configurations specified in Table 6.2.2B-2.
<End of TP>
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