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1 Introduction
The conformance testing on MSR_NC transmiter and receiver testing was discussed in previous RAN4 meeting [1] [2]. In this contribution, we give the text proposal to capture the following points.
-
Proper test configuration shall be constructed only for requirements related with the gap

-
Tests including test configuations for contiguous spectrum opration can be reused for non-contiguous operation for the requirements unrelated with the gap
-
The typical scenario with 2 sub-blocks and 1 gap is proposed to be tested
2 Proposal
It is proposed that the attached Text Proposal is approved for non-continuous MSR TR 37.802 [3].
References
[1] [1] R4-111044, “Discussion on TX testing”, Huawei
[2] [2] R4-111045, “Discussion on RX testing”, Huawei

[3] R4-111609, “MSR-NC Work Item TR 37.802 v0.3.0”
<Start of Text Proposal>
3 Conformance testing specification
8.1
General

From the discussion on RF core requirements, the difference between contiguous spectrum operation and non-contiguous operation is the requirements related with sub-block gap. Correspondingly, tests including test configurations for contiguous spectrum operation can be reused for non-contiguous operation for the requirements unrelated with the gap. For requirements related with sub block gap, proper test configurations to stress transmitter and receiver characteristics inside the sub block gap shall be constructed. Regarding the test configuration, the typical scenario with 2 sub-blocks and 1 gap is taken into account.
<End of Text Proposal>
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