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1 Introduction

The work item for LTE E850 MHz Lower Band for Region 2 (non-U.S.) was approved in RAN #51 meeting [1]. This document provides a text proposal on BS spurious emissions for E850 lower sub-band. 
2 Discussion

Protection for Band [27] (E850 lower sub-band) needs to be included in the specifications by adding a row for the band to the additional spurious emissions in TS 36.104 chapter 6.6.4.3 and TS 36.141 chapter 6.6.4.5.4. Additional description for Band 26 due to overlap partly with Band [27] should be added in the corresponding notes in TS 36.104 and TS 36.141.

As noted in the current specification, the co-existence requirements do not apply for the 10MHz frequency range immediately outside the downlink operating band. However, Band 5 has been deployed massively in the field. Therefore, additional spurious emission requirements for Band 5 due to adjacent E850 lower band may need further study. 
3 Conclusion
The proposed TP shall be captured in TR 37.806 [2]. 
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7.4.1
Transmitter characteristics

7.4.1.1
Lower sub-band

To be able to support the lower sub-band from the transmitter side, it is necessary to modify TS 36.104 and TS 36.141 operating band unwanted emissions and additional spurious emission requirements.

7.4.1.1.1 
Operating band unwanted emissions

 Operating band unwanted emissions need to include Band [27] on Category A and Category B (Option 1)

7.4.1.1.2 
Spurious emissions

Protection for Band [27] need to be included in the specifications by adding a row for the band to the additional spurious emissions in TS 36.104 chapter 6.6.4.3 and TS 36.141 chapter 6.6.4.5.4. 
Table 7.4.1.2.2-1, BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands
	E-UTRA Band [27]
	851 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band [26] or [27]. For BS operating in Band 5, the requirement is FFS.

	
	806 – 824 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band [27], since it is already covered by the requirement in subclause 6.6.4.2. For E-UTRA BS operating in Band [26], it applies for 806 MHz to 814 MHz, while the rest is covered in sub-clause 6.6.4.2. 


Table 7.4.1.2.2-2, Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands
	E-UTRA Band [27]
	806 - 824 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band [27], since it is already covered by the requirement in sub-clause 6.6.4.5.3. For Home BS operating in Band [26], it applies for 806 MHz to 814 MHz, while the rest is covered in sub-clause 6.6.4.2.


Co-location with other BS requirements, chapter 6.6.4.4 in 36.104 and 6.6.4.5.5 in 36.141 also need to include Band [27] in the tables

Table 7.4.1.2.2-3, BS Spurious emissions limits for Wide Area BS co-located with another BS
	E-UTRA Band [27]
	806 – 824 MHz
	-96 dBm
	100 kHz
	


Table 7.4.1.2.2-4, BS Spurious emissions limits for Local Area BS co-located with another BS
	E-UTRA Band [27]
	806 – 824 MHz
	-88 dBm
	100 kHz
	


<End of TP>
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