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1. Introduction

This document presents the impact on manufacturer’s declarations due to introduction of CA to 36.141. 

2. Discussion

During last RAN4 meetings CR to 36.104 on introduction of Carrier Aggregation (CA) was agreed [1]. Additionally, the work plan and way forward for the CA BS conformance testing was agreed in [2] and [3], respectively. For general requirements, the following proposals were agreed:

Proposal 1: For base stations not conforming to 37.141, introduce to 36.141 a generic test configuration which would cover CA and multi carrier operations. Test configuration should be based on TC2 in 37.141.

Proposal 3: Only a test configuration according to supported CC combinations and the maximum aggregated channel bandwidth supported by the BS (as declared by the manufacturer) need to be tested.
Proposal 4: Modifications to manufacturer’s declarations in 36.141 and 37.141 are FFS
Proposal 7: Other general and transmitter test requirements changes due to CA introduction shall be the same as in 36.104 / 37.104. Other changes related to test specification only might be needed, e.g. initial conditions, procedures etc.
3. Conclusion

It is proposed to agree on the text proposal for clauses 4.6 in Annex A showing the expected changes to TS36.141.
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Annex A: Text proposal
-----------------Start of Text Proposal------------------

4.6
Manufacturer’s declarations of regional and optional requirements

4.6.1
Operating band and frequency range

The manufacturer shall declare which operating band(s) specified in clause 5.5 that is supported by the BS under test and if applicable, which frequency ranges within the operating band(s) that the base station can operate in. Requirements for other operating bands and frequency ranges need not be tested.
The manufacturer shall declare which operating band(s) specified in clause 5.5 are supported by the BS under test for carrier aggregation.
4.6.2
Channel bandwidth

The manufacturer shall declare which of the channel bandwidths specified in TS36.104 clause 5.6 that are supported by the BS under test. Requirements for other channel bandwidths need not be tested.
4.6.3
Base station output power

The manufacturer shall declare for the BS under test the rated output power for each supported transmit channel bandwidth. 
4.6.4
Spurious emissions Category

The manufacturer shall declare one of the following:

a)
The BS is tested against Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [5].  In this case

-
conformance with the operating band unwanted emissions requirements in clause 6.6.3.5.1 is mandatory, and the requirements specified in clause 6.6.3.5.2 need not be tested..

-
conformance with the spurious emissions requirements in clause 6.6.4.5.1 is mandatory, and the requirements specified in clause 6.6.4.5.2 need not be tested.

b)
The BS is tested against Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [5]. In this case,

-
 conformance with the operating band unwanted emissions requirements in clause 6.6.3.5.2 is mandatory, and the requirements specified in clause 6.6.3.5.1 need not be tested.

-
conformance with the spurious emissions requirements in clause 6.6.4.5.2 is mandatory, and the requirements specified in clause 6.6.4.5.1 need not be tested.

4.6.5
Additional operating band unwanted emissions

The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.6.3.5.3 apply. If this is the case, compliance with the test requirement specified in Tables 6.6.3.5.3-1, 6.6.3.5.3-2 or 6.6.3.5.3-3 are mandatory; otherwise these requirements need not be tested. 

For a BS declared to support Band 20 and to operate in geographic areas within the CEPT in which frequencies are allocated to broadcasting (DTT) service, the manufacturer shall additionally declare the following quantities associated with the applicable test conditions of Table 6.6.3.5.3-4 and information in annex G of [2] :

PEM,N
Declared emission level for channel N 

P10MHz
Maximum output Power in 10 MHz
For a BS declared to support Band 24 and intended to operate in geographic areas in which the conditions for emissions falling into the 1559-1610 MHz band according to FCC Order DA 10-534 apply, the manufacturer shall additionally declare the following quantities associated with the applicable test conditions of Table 6.6.4.5.4-4:

PE_1kHz

Declared emission level (measurement bandwidth = 1kHz)

PE_1MHz
Declared emission level (measurement bandwidth = 1MHz)
4.6.6
Co-existence with other systems

The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or PHS operating in another band are deployed. If this is the case, compliance with the applicable test requirement for spurious emissions specified in clause 6.6.4.5.4 shall be tested.

4.6.7
Co-location with other base stations

The manufacturer shall declare whether the BS under test is intended to operate co-located with base stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD and/or E-UTRA operating in another band. If this is the case, 

-
compliance with the applicable test requirement for spurious emissions specified in clause 6.6.4.5.5 shall be tested.

-
compliance with the applicable test requirement for receiver blocking specified in clause 7.6 shall be tested.
4.6.8
Manufacturer's declarations of supported RF configurations
The manufacturer shall declare which operational configurations the BS supports by declaring the following parameters:

· The supported operating bands defined in subclause 5.5; 

· The frequency range within the above frequency band(s) supported by the BS;
· The maximum Base Station RF bandwidth supported by a BS within each operating band;
· The supported operating configurations (multi-carrier, carrier aggregation, and/or single carrier) within each operating band.
· The supported component carrier combinations at nominal channel spacing within each operating band.
· The rated output power per carrier;
NOTE:
Different rated output powers may be declared for different operating configurations.
· The rated total output power as a sum of all carriers;
· Maximum number of supported carriers within each band;
If the rated total output power and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:

· The reduced number of supported carriers at the rated total output power;
· The reduced total output power at the maximum number of supported carriers.
-----------------End of Text Proposal------------------
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