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1 Introduction

In this document we present an additional compromise proposal for the specification of the outstanding reference sensitivity requirement for the E850 upper sub-band (Band 26). A draft CR with this compromise proposal implemented within square brackets is attached.
2 Additional compromise proposal for the reference sensitivity
The baseline for the new compromise proposal is Option 4 in [1] 

1. the reference sensitivity for Band 26 is based on Band 5 performance + 0.5 dB

and combined with a normative note in the reference sensitivity table as discussed in [2] to ensure sufficient mid-band performance

2. Band 19 and the highest 10 MHz part of Band 18 should meet Band 5 requirements, i.e. the frequency range 865-890 MHz.

The proposal is shown in Table 1.
Table 1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	26
	-102.7
	-99.7
	-97.5
	-94.5
	[-91.7]
	
	FDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.
Note 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.
Note 6:
For the UE which supports Band 26 the reference sensitivity requirements for Band 5 apply for channel bandwidths confined within the frequency range 865-890 MHz



This is implemented in a draft CR attached.
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